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SECTION I 

INTRODUCTION 

In February  1965 a program was initiated at  Hughes Aircraf t  

Company, under contract  to the Jet  Propulsion Laboratory,  to deter-  

mine the feasibility of solar  powered electr ic  propulsion systems for 

use in deep space missions of the near  future .  The over-all  p rogram 

was divided into a study phase and a hardware phase.  The resul ts  of 

the initial study phase’ indicated that solar-  e lectr ic  propulsion systems 

based on state-of- the-ar t  technology and components could be developed 

at  the present  t ime for unmanned space exploration applications. 

thermore ,  it was  shown that these systems,  i f  properly designed, can 

be made highly reliable with minimal weight penalties and can meet  the 

constraints imposed by spacecraft  integration requirements .  

it was concluded that total ion propulsion sys tem specific weights of 

25 lb/kW or  l e s s  were achievable and that these systems were potentially 

m o r e  attractive than all-chemical spacecraft ,  based on both mission pe r -  

formance and cost  effectiveness. 

Fu r -  

Finally, 

During the study phase, analyses were conducted to establish the 

state of the art of the various components and subsystems associated 

wi th  ion propulsion sys tems.  Based on these analyses ,  choices were 

made on the types of thruster ,  feed system, engine control, and power 

conditioning to  be considered for the spacecraft  system design. (These 

comparative studies on feed and power conditioning systems a r e  reviewed 

briefly in this repor t . )  A major  purpose of the hardware phase of the pro-  

g ram was to verify experimentally the performance and designs established 

(and assumed) during the study effort .  Therefore ,  the hardware ver i f ica-  

tion effort was devoted to developing, integrating, and testing a complete 

ion engine system which would satisfy the requirements  and constraints 

imposed by a solar  poweredl electrically propelled interplanetary 

spacec raft. 

1 
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Specifically, the ultimate objective of the hardware program 

to be discussed in  this report  was to  demonstrate in a 500 hour life 

tes t  the operation of a complete engine system (including thrus te r ,  

feed system, tankage, power conditioning, and engine controls) with 

a flight weight of less than 25 lb/kW. Initial power conditioning and 

control system designs were based on anticipated operation with a 

HRL 20 cm thrus te r .  Later ,  at  the request of the contracting agency, 

a 15 c m  SERT-II type thruster  was substituted. This substitution was 

made with some sacr i f ice  in power conditioning operation and perfor- 

mance. Thus, the final system, which was to be operated completely 

closed loop in a space simulated vacuum and thermal  environment, 

employed an oxide cathode mercu ry  electron bombardment engine pro-  

vided by NASA Lewis Research Center.  The tankage, feed system, and 

power conditioning were designed and developed by Hughes. The p r i -  

m a r y  control system was defined by NASA-LeRC and implemented by 

Hughes . 
* $Jl t l t k  



SECTION I1 

SUMMARY 

The purpose of the effort  reported herein was to establish the 

state of the art of ion propulsion technology and to show that ion propul- 

sion systems can now be considered fo r  near  fc ture  unmanned inter-  

planetary space missions.  

ment,  integration, and test of a complete ion propulsion system. The 

system, which. employed flight designed components and subsystems 

operated closed loop for  500 hours. 

system, as well a s  the thruster  and feed system, was operated in a 

vacuum chamber which simulated the thermal  environment of space.  

The hardware program included the develop- 

The power conditioning and control 

The thruster  employed was an  oxide cathode mercu ry  bombard- 

ment ion engine (weight - 7  lb) supplied to this program by NASA-LeRC. 

The oxide cathode used in  the life tes t ,  however, was a ttflower" cathode 

developed a t  HRL. 

the total input power required to  operate the thrus te r  and feed system 

was reduced f rom the original specification of approximately 1 . 5  k W  to  

l e s s  than 1 . 2  kW. 

With  this cathode and other thruster  modifications, 

The feed system developed f o r  this program consists of a liquid 

mercu ry  reservoi r ,  a pressur izer ,  a solenoid valve, a vaporizer,  and 

an isolator .  

cylindrical unit in which the stored mercu ry  is maintained at constant 

p re s su re  by a movable piston driven by heating a small quantity of 

volatile liquid (in this case,  water). 

directly related to the temperature of the p re s su r i ze r ,  no p res su re  sen- 

so r  is required; a simple temperature regulation maintains constant (or  

controlled) mercury  p res su re .  This system is readily scalable and can 

be expected to expel more  than 9 5 %  of the liquid mercu ry  contained in the 

r e se rvo i r .  The vaporizer which separates  the liquid and vapor phases of 

The pressur izer  and reservoi r  is essentially a single 

Since the mercu ry  p res su re  is  

3 



the propellant, a s  well as controlling the vapor flowrate,  is a tightly 

woven screen with nominal 2 p, aper tures .  

associated with these apertures  will contain liquid mercu ry  at  p r e s -  

su res  up to 1 a tm; typical feed line p r e s s u r e s  a r e  10 ps i .  

to the thruster is obtained by temperature  control of the vaporizer 

screen (i.  e . ,  control of the evaporation r a t e  of mercu ry  f rom the 

screen)  with a dynamic response of 1 % change pe r  second at the operat-  

ing point. 

thruster  f r o m  the feed system consists of an insulating tube containing 

five electrodes separated by 1 c m  gaps.  

curveS a mercury discharge will not occur for p re s su res  of 10  

and voltages of 5000 V if the 

3 c m .  

were incorporated in the isolator design for  additional safety. 

necessity f o r  this redundancy is questionable however. 

on the complete feed system showed that the operational and controll- 

ability features were a s  desired.  The total weight of the feed system 

was 4 . 5  lb with a typical operating power requirement of 20 to 30 W .  

The power conditioning and control system developed for this 

The surface tension forces  

Vapor flow 

The isolator which electrically decouples the high voltage 

As indicated by the Paschen 
-1 T o r r  

electrodes a r e  separated by l e s s  than 

Although theoretically one gap is sufficient, four gaps in s e r i e s  

The 

Integration tes t s  

program was mechanized using unique modular techniques. 

t r ical  outputs of the various supplies required to operate the ion engine 

and feed system were generated by adding the outputs of individual low 

power, low voltage modules. Included in the over-all  system a r e  incre-  

mental  (micrologic) +nd linear controllers which, by commanding and/or 

controlling the individual modules, provide (1) switching of redundant 

modules in case of a failure; 

The elec- 

(2) startup- shutdown-restart sequencing; 

and 

control system can also provide incremental  voltage regulation, a s  

required by an interplanetary solar-electr ic  propulsion system where 

the solar panel bus voltage changes with distance f rom the sun.  

( 3 )  linear control for  closed loop engine operation. The micrologic 

The modular approach to the power conditioning and control sys-  

t e m  was chosen over the more  conventional technique because of its 

advantages f a r  solar -e lectr ic  propulsion sys tems.  Along with weight, 

4 



efficiency, and reliability advantages I the m-ultimodular approach ful-  

fills many of the unique requirements placed on a power conditioning 

system by a solar-electric propulsion system (such as power and 

voltage matching). 

One important consideration was system reliability. Although 

the pa r t s  count associated with the modular approach is grea te r  than 

that of equivalent conventional systems, the reliability of the fo rmer  

is easi ly  increased through the use of par t ia l  redundancy. 

example, two additional (standby redundant) modules increase the 

reliability of a beam supply consisting of ten modules f rom 0 . 7  to 

> 0 .  99, with a weight penalty of only 20 % . In a conventional system, 

complete supply substitution is required, with much grea te r  weight 

penalt ies.  

F o r  

Table I summarizes  the various power supplies and their  g ross  

character is t ics  as developed f o r  the power conditioning and control sys  - 

t em.  This a r r a y  of modules, which incorporates a flight design, is 

36 in .  by 24 in .  by 3 in .  and weighs 25 lb,  including redundant modules 

and the s t ructure  which provides mechanical support a s  we l l  a s  radia-  

tion cooling. Although the original design specification on the SERT-I1 

thrus te r  was -1500 W, the total power supply capability is 2400 W .  

The additional capability resulted f r o m  a de sign philosophy which 

required that all circuit  techniques which might be employed in higher 

power solar-electr ic  propulsion systems be demonstrated in the present 

design. Accordingly, the following circuits and circuit  techniques were 

included: (1) basic inverter module; 

(3 )  ac adding of module outputs; 

(5) thermistor  bridge temperature regulator;  (6) magnetic modulator 

cur ren t  regulator; (7)  micrologic startup- shutdown-restart progam- 

m e r ;  (8) micrologic incremental voltage control; and (9) closed loop 

l inear engine control. 

thruster  modifications, the system operated at 1200 W .  

ditioning system and control system design employing the modular 

approach and optimized for 1200 W is described in  the Appendix. 

(2) dc adding of module outputs; 

(4) inverter s tar t -s top circuitry;  

With the substitution of the HRL cathode and other 

A power con- 
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This  optimized a r r a y  would be 21 i n .  by 25 in .  by 3 in .  and would weigh 

1 5 . 5  lb o r  12 .9  lb/kW, again including redundancy and s t ructure  for 

support and radiation cooling. 

power conditioning and control systems wi l l  decrease  as the power 

requirement (i. e . ,  th rus te r  size) increases .  For example, design 

analyses have indicated specific weight values of 7 lb/kW and 6 lb/kW 

f o r  system sizes  of 3 kW and 6 kW, respectively. 

The specific weight of the modular type 

A 500 hour tes t  of the above power conditioning and feed systems 

and the modified SERT-I1 thruster was conducted to demonstrate sys-  

t em performance. At the nominal th rus te r  operating point, a propellant 

efficiency of 8 0 %  and an ion source energy (discharge plus cathode) of 

approximately 600 eV/ion was achieved. 

electromagnet, consumed 400 eV/ion. No power supply fa i lures  were 

incurred during the tes t ;  however, during the integration phase the ability 

of the redundant switching circuitry to substitute operational modules for  

failed modules w a s  demonstrated by manually simulating the loss  of a 

module. 

Other components, notably the 

The feed system also operated stably during the 500 hours .  

Two anomalies were observed during the t e s t .  The f i r s t  was a 

vacuum failure caused by a cold leak developing in  the cryowall; this 

failure interrupted the tes t  at approximately 250 hours .  The second was 

a gradually increasing arcing rate which became excessive at 400 hours .  

This problem was solved by increasing the output capacitance of the beam 

supply; this provided sufficient energy in the a r c s  to burn away the low 

resis tance path which caused the a r c s .  The tes t  was then completed 

normally.  When the system was disassembled, it was found that the 

arcing had occurred along the inne r  surface of the isolator .  

isolator designs (discussed below) which were developed subsequently 

and tested for  1000 hours do not suffer f rom this problem. 

Improved 

The t e s t  served a s  a conclusive demonstration that a l l  compo- 

nents and subsystems required to construct an ion engine system for  

solar  powered spacecraft a r e  currently available a s  par t  of the state of 

the a r t  technology. 

7 



SECTION I11 

SYSTEM SPEC1 FIC ATIONS 

Basically, the system to  be tested included a thruster ,  feed 

system, and power conditioning and controls; the character is t ics  and 

performance of the system were to be similar to those assumed in the 

study and design phase of the program. 

operating character is t ics  were furnished by NASA- LeRC midway 

through the program. 

representative of those anticipated for use on the proposed SERT-I1 

flight test. 

The thruster  and its nominal 

This thruster was of a nominal 1 k W  size and is 

The character is t ics  a s  specified in  Ref. 2 a r e  given below: 

1 .  Solar Cell Ar ray  Power Source 

The NASA-LeRC SERT-I1 power source will be a solar  

cell  a r r a y  consisting of a se r ies -para l le l  combination 

of 10 a - c m  n-on-p silicon solar cells Thermal  cal-  

culations show that 55 to  65 C solar cell  temperatures  

a r e  expected for  the orbital  conditions. The electr ical  

degradation i s  equivalent to 10 electrons/cm i r rad ia-  

tion of 1 MeV electrons.  Figure 1 shows typical solar  

cell  characterist ics,  f o r  design purposes assume 

that there  a r e  135 solar cells in s e r i e s  in each paral le l  

string making up the a r r a y .  Design point A in Fig.  1 i s  

considered the loaded "end-of-life" input voltage for  the 

steady-state load requirement of 1 k W  th rus te r  load plus 

the power conditioning and control sys tem inefficiencies. 

This design point A represents  40 V dc.  

posesI  a simulated solar  cell  a r r a y  power source should 

be used which will duplicate a s  closely a s  possible the 

static and dynamic character is t ics  of an actual solar cell  

a r r a y .  

have sufficient control range to permit  matching of the 

a r r a y ' s  output characterist ics which resul t  f rom the long 

term radiation damage. 

0 

15 2 

Fo r  t e s t  pur -  

The simulated solar cell  a r r a y  power source shall 

9 
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The power conditioning and control system shall be 

designed to be compatible with the solar  cell  a r r a y  

character is t ics  and to provide stable regulated 

operation of the thruster at maximum efficiency. 

2. Power Conditioning Output 

The power conditioning output requirements shall be 

a function of the thruster requirements and its operat-  

ing characterist ics.  Table I1 represents  the maximum 

thruster  power conditioning at 45 V ac  input: 

The basic power conditioning and control system specifications 
3 were subsequently amended by a J P L  technical. memorandum, 

follows: 

a s  

1 .  The power conditioning shall be designed for operation 

with the NASA- LeRC engine. 

2 .  The solar  simulator output character is t ic  shall be as 

shown in F ig .  2 .  

3 .  The beam current  shall at  no t ime exceed 255 mA. 

4.  The main drive voltage shall be between 3000 and 

4000 V .  

5 .  The accel voltage shall be 2500 V under load, and 

the supply will be unregulated. 

6 .  The magnet should c a r r y  15 A under load, and this 

supply will be unregulated 

The discharge current shall a t  no t ime exceed 7 . 0  A .  7. 

8. The discharge voltage shall be between 30 and 36 V 

during normal  operation, but shall r i s e  to 108 V 

when the discharge current  is l e s s  than 10 mA. 

9 .  The load line of the discharge power supply is at  the 

discretion of the contractor, subject to the above 

constraints.  

11 
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10. All heater  cur ren ts  shall  be rms sensed.  

11.  The cathode heater  cur ren t  shall  at no t ime exceed 

50 A r m s ,  and shall  have a minimum se t  point of 

25 A .  

12. The neutral izer  heater  cur ren t  shall  be var iable  

over, a range f r o m  5 to 15 A .  

1 3 .  Theifeed system hea ters  a r e  at the discretion of 

the contractor .  
% 

14. The following control loops shall  be provided: 

a .  A closed loop shall  be established 

between the beam curren t  and the 

cathode heater  cur ren t?  which will 

command the cathode heater  cur ren t  

to  vary  (from 25 to  50 A r m s )  to  

maintain the beam curren t  a t  some 

reference value.  

A closed loop shall  be established 

between the accel  cur ren t  and the 

feed system power; this will command 

the feed system power to vary to  main- 

tain the accel  drain initially a t  some 

reference value. 

An overr ide shall  be provided on the 

cathode heater  cur ren t  control so that 

the cathode heater  cur ren t  shall  

decrease  l inear ly  t o  0 A a s  the discharge 

cur ren t  increases  f r o m  6 . 5  to 7 . 0  A .  

b. 

c .  

* 
Both the vaporizer and p res su r i ze r  were allotted 25 W of power and 
isolated from ground. 
power at ground potential; thus the weight of these supplies can be 
considerably reduced. 

The final design required l e s s  than half this 
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d .  A control loop shall be provided which 

reduces the discharge voltage l inearly 

to  5 V as  the cathode heater decreases  

f rom 25 to 23 A. 

15. Minimum and maximum se t  points on the heater cur -  

rents ,  and reference values cited above, should be 

discretely adjustable by external command. 

16. Telemetry outputs shall be provided as specified 

by NASA-LeRC f o r  power conditioning for  SERT-11. 

These specifications (along with cer ta in  thrus te r  modifications) 

resulted in two major  changes from the original system design, which 

w a s  based entirely on the results of the study phase of the J P L  pro-  

gram. These changes were as follows: 

a.  Solar cell output voltage w a s  reduced f rom 90 to 

45 v. 
Engine power requirement was reduced from 1 . 6  
to  1 . 2  kW. 

b.  

With these changes incorporated the demon- 

stration system w a s  made compatible with both 

the S E P  designs and the tentative SERT-I1 flight 

specifications. As a resul t ,  howeverp the 500 

hour t e s t  could not be conducted with the power 

conditioning operating at the minimum specific 

weight capability. 

hour test the thruster  power w a s  increased to 

approximately. 1 , 8  k W  to  demonstrate the power 

conditioning capabilities more  fully. ) 

(At the conclusion of the 500 

The original s tar tup sequence a s  specified by NASA-LeRC was 

(This was la ter  modi- simply the simultaneous turnon of all supplies. 

f ied af ter  joint discussion between J P L ,  NASA-LeRC, and HAC pe r -  

sonnel; th ree  distinct groups of supplies should be turned on in sequence. 

15  



During the final integration phase, it w a s  found necessa ry  to fur ther  

modify the system so that the magnetic field rose  to full value over 

a t ime period of a few milliseconds - r a the r  than being pulsed on - 
to avoid overloading the accel  supply.) 

16 
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SECTION I V  

SYSTEM DESIGN APPROACHES 

A .  FEED SYSTEM 

The mercu ry  vapor propellant feed system developed for  this 

program consists of the following major  components: 

0 a liquid mercu ry  storage r e se rvo i r  

0 a p res su r i ze r  which maintains the liquid 

mercu ry  in the reservoi r  and feed lines under 

constant p r e s  su re  

0 a solenoid valve 

0 a vaporizer which separates  the liquid and 

vapor phases and controls the vapor flow 

ra te  

0 an isolator which provides e lectr ical  isola- 

tion between the thruster  which operates  at the 

high voltage and the electr ical ly  grounded feed 

system and reservoi r .  

The conventional approach to  the design of liquid mercu ry  expul- 

sion systems has  been to  use  gas p r e s s u r e  to dr ive the m e r c u r y  f r o m  

some type of collapsible reservoi r  (bellows, bladder type, o r  a sys tem 

incorporating meta l  o r  elastometric diaphragms).  

the gas is  stored at high p res su re  and is  passed through a reducing valve 

into the pressurizing chamber .  

nor  the p r e s s u r e  sensing unit specifically required for  this approach was 

available a s  an "off the shelf" item, a system requiring only stock com- 

ponents and a thermis tor  bridge temperature  control- sensor  was 

designed. 

In these systems 

Because neither the p r e s s u r e  reducer  

In this system the p re s su r i ze r - r e se rvo i r  is  essentially a 
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single cylindrical unit in which the s tored m e r c u r y  is maintained a t  a 

constant pressure  by a movable piston driven by heating a smal l  

quantity of volatile liquid (in this case,  water ) .  Since the mercu ry  

p r e s s u r e  is  directly related to the tempera ture  of the p re s su r i ze r ,  no 

p r e s s u r e  sensor is  required; a simple tempera ture  regulator main- 

ta ins  constant (or controlled) mercu ry  p r e s s u r e .  

p ressur izer  has severa l  distinct advantages: 

The vapor type 

1 .  It has  a low operating power.  

2 .  There a r e  no Hook's l a w  fo rces ,  such a s  would 

exist i f  a meta l  diaphragm were employed. 

3 .  N o  p res su re  sensor  is  required.  

4 .  No gas bottle or  regulator i s  requi red .  

5 .  The system is readily scalable 

6 .  More than 9 5 %  of the m e r c u r y  in the r e se rvo i r  

can be expelled. 

7 .  The system can be readily cycled and refi l led.  

The valve used w a s  developed by HAC fo r  use in the cesium 

vapor line of the SERT-I ion engine tes t .  

because of i ts  availability and because it performed well during the 

t e s t s .  

netic latching character is t ic ,  so  that no electr ical  power other than a 

cur ren t  pulse i s  required to open o r  c lose them. 

saving involved, their  use should be investigated fo r  future systems 

The vaporizer was simply a fine m e s h  s ta inless  s teel  sc reen  

It was used he re  pr imar i ly  

Newer commercial  valves a r e  now available which have a mag- 

Because of the power 

which separated the liquid and vapor phases by surface tension. 

Because of the very low m a s s  and relatively low operating tempera-  

tu re  ( -200 C),  the power consumption w a s  low and the response was 

very good. 

directly,  and hence is strongly dependent on tempera ture .  This relation- 

ship does not p resent  a thermal  problem, however, since it can be 

readily compensated by a tight e lectr ical  control loop. 

0 

The propellant flow rate  follows the vapor p r e s s u r e  curve 

18 
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The isolator consists basically of an insulating section of feed 

line with size and temperature  designed to maintain the p r e s s u r e  a t  

the appropriate point on the Paschen curve.  

had a ser ies  of sections to provide a safety factor .  

The design used h e r e  

B .  POWER CONDITIONING 

An ion engine power conditioning sys tem for  a solar  powered 

electr ic  propulsion system must per form severa l  functions. 

the system must  be able to convert solar  panel output voltage to  usable 

ion engine voltages. 

regulate the ion engine operating voltages and cur ren ts  as the solar  

panel output changes. Third, the system must  provide a power and 

impedance match between the solar cell source and the ion engine loads. 

Finally,  this must  be accomplished with power conditioning circui t ry  

and components which have the following system charac te r i s t ics .  

F i r s t ,  

Seconds the system must  be able to control and 

Low specific weight 

High power efficiency > 9 0 %  
Long operating life 

High system reliabil i ty 

< 15 lb/kW 

> 1 0 , 0 0 0  hours 

> 0.97  - 

In attempting to  provide the above charac te r i s t ics ,  it is  desirable  that 

over-al l  circuit  simplicity (i. e . ,  minimum electronic pa r t  count) be 

maintained and that the circui t  design be amenable to redundancy tech- 

niques. 

spacecraf t  mounting and heat rejection sys tems?  preferably completely 

f r ee  of the need for supplementaryheat radiators  and their  associated 

heat conduction sys tems.  

It is  a lso desirable  that the circui t  design be compatible with 

Using the above design cr i ter ia ,  two possible power conditioning 

design approaches were considered and evaluated at the outset of this  

program.  The f i r s t ,  or  conventional, method consists of a single high 

power level circuit  fo r  each of the required power blocks.  In analyzing 
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this approach, the power, voltage, and cur ren t  ratings of the various 

power supplies were established. 

mined the type of c i rcui t ry  which would be employed and the electronic 

components which would be used to  pe r fo rm the various circuit  func- 

tions. 

selection. For  example, high power systems require  high cur ren t  

t rans is tors .  Because of their  low switching speeds, these t r ans i s -  

t o r s  place a design limit on the upper frequency of the inverter  systemg 

thereby increasing the weight of the magnetic components above a f r e -  

quency limited minimum. 

degree by the development of high power3 high frequency t rans is tors  - 1  

These requirements then de ter -  

A major drawback to this approach i s  the limit in component 

(This problem may be alleviated to some 

In the second approach the design analysis procedure was 

reversed.  

inverter circuit which had high switching speeds and high voltage 

ratings, permitting high efficiency at high frequency. The t rans is tor  

voltage and current  ratings were used to establish the power handling 

capability of an individual power conditioning module The complete 

power conditioning system was then designed using these modules as 

the basic building block. 

of the modular approach to ion engine power conditioning indicated 

numerous advantages over the more  conventional methods.  

the modular approach was chosen for this  program.  

That i s ,  the initial step was to  select  t rans is tors  for the 

As described below, a more  detailed analysis 

Therefore ,  

1 .  Modular System Design Advantages 

In a detailed comparisonS the low power module approach shows 

a substantial improvement in weight and efficiency over the conven- 

tional high power circuit  approach. 

ditioning system consisting of a se r i e s  of low power modules would 

weigh 36 lb (i. e .  6 lb/kW) and have a 93 % power efficiency. An 

equivalent conventional system is estimated to weigh 

lb/kW) and have a power efficiency of 88%c4 The weight figures quoted 

here  include the s t ructure  and radiating surfaces  necessary to dissipate 

F o r  example, a 6 kW power con- 

120 lb (i. e . ,  20 
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the power losses .  

modularized system accrue fo r  severa l  reasons .  

substantial reductions in s t ructural  (both chass i s  and heat radiator)  

weight a r e  inherent in the modular approach, since the low power 

dissipation p e r  component permits  direct  heat radiation to space,  

utilizing only the a r e a  used to  mount the components. 

power density is so low that no thermal  conduction o r  liquid coolant 

radiator  heat exchange type of cooling system is required.  A h r -  

ther  reason  fo r  weight reduction in the modular sys tem i s  the low 

weight density per  mounting area,  which permi ts  a very  low weight 

supporting s t ruc ture .  

The weight and efficiency advantages shown by the 

F o r  example, 

That i s ,  the 

The low weight of the modular system, however, der ives  

principally f r o m  the use of a high inverter  operating frequency. The 

high operating frequency has  been made possible by recent improve- 

ments  in power t rans is tor  s,  which a r e  character ized by switching 

speeds of 1/4 psec.  Such speeds permi t  square-wave frequencies 

of the o rde r  of 10 to  20 kc with high efficiency switching. These sili- 

con devices a lso permi t  switching of relatively high dc supply voltage, 

permitt ing a fur ther  increase in  efficiency by operating at a low rat io  

of V saturation drop to line voltage. T rans i s to r s  with 400 V ratings 

permi t  high efficiency operation a t  a power level of 200 W p e r  pa i r ,  

with voltage safety fac tors  of two, current  safety fac tors  of two, and 

power safety factors  of four .  

ce  

The high switching frequency also resu l t s  in weight and ef f i -  

ciency rewards in magnetic components (such a s  t r ans fo rmers ,  mag-  

amps ,  and filters). Transformer power efficiencies of 98% a r e  easi ly  

obtainable at low temperature  r i se  (high reliability) with typical weights 

of 3 oz fo r  a 200 W transformer (i. e .  1 lb/kW). This figure compares  

with about 4 lb/kW for  a 1000 cycle t ransformer ,  typical of the high- 

power circuit  approach. 
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High frequency operation also permi ts  substantial reductions 

in f i l ter  weights because of the lower inductance and capacity re-  

quired. Furthermore,  operating modules in  s e r i e s  with staggered 

frequency o r  phase resul ts  in  low output ripple. 

Although the conventional type sys tem will typically employ 

a lesser par t  count, the modular concept lends itself to par t ia l  

redundancy techniques. Thus, in order  to achieve the desired over-  

all system reliability (e .  g .  , > 0 . 9 7 ) ,  the weight penalty for the 

modular system would be approximately 25 %, while a 100 % increase 

in system weight would be required with the conventional approach. 

It may also be shown on the basis  of s t r e s s  factor that the reliability 

of individual power semiconductors in the modular approach i s  sub- 

stantially greater  because of the lower operating temperatures  obtain- 

able with this design. 

higher than the chassis  mounting, compared with the 4OoC common 

with the high power circuit .  

0 Transis tor  junctions typically a r e  only 5 C 

In addition to  its weight, efficiency, and reliability advantages, 

the multimodule approach fulfills many of the unique requirements 

placed on a power conditioning system by a solar-electr ic  propulsion 

system. F o r  example, the multimodule power conditioning concept is 

more  versatile than the conventional system in matching solar  cell  

loads and voltages to the ion engine. In the modular system3 loads 

and voltages a r e  matched by varying the number of modules operating 

in se r i e s  in a given supply. 

the pr imary  t o  secondary turns  ra t io  of the power output t r ans fo rmer  in  

a conventional circuit .  

switching process  required to change the effective turns  ratio can be 

performed in the low power portion of the inverter  c i rcui t .  

is  performed by turning the inverter  feedback t ransformer  on o r  off 

with the micrologic c i rcui t ry .  In the switching processI  a step change 

in the output voltage resul ts  without the supply output voltage interrup- 

tion which would occur in tap switching the power output t ransformer  

in a conventional system. 

Module switching is  equivalent to changing 

The module system has the advantage that the 

Switching 
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Another advantage of the multimodule circuit  concept is the 

possibility of interrogating the solar cell  power source to de te r -  

mine whether the system i s  operating at the maximum power point. 

In any interplanetary mission, the solar  cell voltage-current charac-  

te r i s t ics  will change continuously. 

available f rom the solar  cell system, the load resis tance presented 

to  the solar  cells must a l s o  change with t ime .  By switching an addi- 

tional power conditioning module in o r  out and monitoring the change 

in  solar  cell power output, it would be possible to determine whether 

the ion engine load should be either increased o r  decreased.  

operation at the maximum power point, the ion engine load could then 

be  var ied by changing the mercu ry  flow ra te  to  the engine system. 

Along with the decrease in power available during a typical 

To der ive the maximum power 

To insure 

M a r s  mission, the solar  panel bus voltage will increase approximately 

30%during the flight. If uncompensated, this increase  in  solar  panel 

output voltage would resul t  in  a di rec t  increase of 30% in the main beam 

voltage. 

voltage rise by switching out inverter modules at the same rate  the 

input voltage inc reases .  

effectively regulated with zero power loss.  

fur ther  advantages. First, the sys tem would have a built-in redundancy. 

As a module is switched out, it can be used a s  a standby for  the remainder  

of the mission.  

all sys tem power efficiency. 

resul t  of operating fewer modules at  higher individual efficiencies 

because of higher line voltage. 

The multimodule approach easily compensates for this 

By this technique, the main beam voltage is  

This technique has  two 

Switching-out of inver ter  modules increases  the over-  

The increase  in efficiency is  a direct  

Finally, the multimodule sys tem has  s tar tup advantages over 

the conventional sys tem.  

system, i .  e .  , the output voltage i s  very  dependent on the electr ical  

load. A high powered inverter  system, i f  turned on fully, would ini- 

tially present  a very low impedance to the solar  cell sys tem.  

this condition, the high power inverter sys tem employs slow turn-on 

The solar cell  power source is a soft power 

To avoid 

23 



procedure,  which requi res  additional c i rcu i t ry  and complexity. The 

multimodule system has an inherent slow turn-on capability simply 

by programming the switching c i rcu i t ry  to turn on one module at a 

t ime.  

2 .  Gener a1 Circuit  Consider ations 

Since the modular approach employs a number of modules in 

ser ies ,  connection techniques have been devised so that for  any type 

of module failure,  the total output is not interrupted except for a 

voltage drop equal to a single module 's  voltage output. This drop in 

voltage is then automatically cor rec ted  by turning on a standby 

module. 

Furthermore,  voltage regulation is obtained in the se r i e s  

module system with the same control logic used to detect a failed 

module and replace it with a standby module. 

the regulation band i s  5 %  or  f 2.5%.  

se r i e s  string, f 5 % f r o m  nominal is  the limit of regulation. 

degree of regulation will be adequate for  the bulk of the power in the 

ion engine , i .  e .  , positive and negative high voltage supplies.  

With 20 s e r i e s  modules, 

Similar ly  with 10 modules in a 

This 

As indicated ea r l i e r ,  studies have established power condition- 

ing and control sys tem requirements  for  a wide range of ion engine 

s izes  (i. e .  

Therefore,  in order  to solve the power conditioning problems associated 

with these requirements,  the techniques which should be proven ear ly  

in the development (i. e . ,  design verification of the hardware sys tem 

under consideration here)  a r e  those which a r e  applicable to various 

future missions.  With this philosophy, the design of the relatively 

low power demonstration model power conditioning sys tem would have 

to employ all the circui t  techniques which would be required in the 

development of a higher power sys tem.  

approach would not resul t  in an optimized 1 . 2  kW system (for example, 

ac  adding and power modulation by magnetic means)  some performance 

power levels) for various unmanned interplanetary miss ions .  

I 
8 
I Because the use  of this 
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penalty (i. e .  , weight) must be expected (and accepted). As a result ,  

however, no extrapolation of technology wil l  be required for scal-  

ing to a l a rge r  system. 

t r o l  system weight and efficiency when optimized for 1200 W total 

output is  estimated in the Appendix. 

the resul ts  of the development and tes t  p rogram descr ibed in this 

report  and a l so  reflect  recent  improvements in power t rans is tors .  ) 

(The modular power conditioning and con- 

These est imates  a r e  based on 

On this  basis ,  the demonstration system must  provide design 

verification of the following circuits and circuit  techniques: 

1 .  

2. 

3 .  

4 .  

5 .  

6 .  
7. 

8. 

9 .  

basic inverter  module 

dc adding of module outputs 

ac adding of module outputs 

inverter  s tar t -s top circui t ry  

thermis tor  bridge temperature  regulator 

magnetic modulator cur rent regulator 

micrologic startup- shutdown- r e s t a r t  
programmer 

micrologic incremental  voltage cont r ol 

c losed loop linear engine control.  
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SECTION V 

SUBSYSTEM DEVELOPMENT AND TESTING 

A.  THRUSTER 

The thruster  employed in  this program was supplied GFE by 

NASA-LeRC. The thrus te r ,  which was designed to produce a 15 c m  

diameter beam weighed 7 lb .  

NASA-LeRC (designated as Ilbrushl' cathodes) were to serve  a s  both 

the neutralizer and p r imary  electron source for  the discharge 

chamber of the engine. 

were provided by NASA-LeRC in Ref.  2 .  

Oxide cathodes manufactured at  

The operating parameters  for this engine 

1.  Modifications 

When the thrus te r  was received, a s e r i e s  of test  runs were 

conducted with laboratory type supplies to a s su re  that the thruster  

met  specifications and that i t  was compatible with the Hughes feed 

system. During these tes t s ,  several  discrepancies were noted. 

a .  Optical System 

The acceleration drain currents  were a s  specified 

("5 mA at  250 mA beam) for  the ion optical system as it was received 

(see Fig.  3(a)).  However, a t o t a l  accelerating voltage of 7 kV was 

required to draw the 250 mA beam. 

than anticipated, only 170 m A  of beam could be drawn a t  the designated 

operating point (io e - ,  5 kV total accelerating voltage). 

were required before this problem w a s  alleviated. 

par t s  were fabricated to  move the two electrodes closer  together, p ro-  

ducing curve 2 in F i g .  3(b) - The perveance was still too low; therefore,  

the screen  electrode was countersunk on the plasma side to further 

increase the pervean$e, a s  shown a s  curve 3 in F i g .  3(b).  

Because the perveance was lower 

Several  steps 

First the necessary  

This gave 
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a sufficiently high perveance but produced an accelerator  drain current  

which had a minimum (e.  g . ,  F i g .  3 (a) ,  curve 3) ra ther  than being a 

monotonic function of the beam current .  

ble with the control system defined by NASA-LeRC, which required 

that the accelerator current  be a single valued function of the beam cur-  

ren t .  

trode holes to equal those of the screen electrode. 

produced curve 4, which has  the desired high perveance and almost 

linear accelerator drain curve.  

perveance which is a factor of two higher than the "as received" design, 

while the associated accelerator  drain current  i s  a factor of two lower 

than the original value. 

This situation was incompati- 

The final modification involved enlarging the accelerator  elec- 

This modification 

The final configuration used has  a 

The final operating point was a beam current  of 250 mA at  a drain 

current  of approximately 2 . 2  mA. 

required a change in the set  points in the flow control circuit .  

adjustments were made during the integration phase of the program. 

This lower drain current  value 

These 

b.  Cathode 

The cathode power supply was designed to operate at a 

During the three  month tes t  maximum of 50 A and 3 V, a s  specified. 

period preceding the actual life test ,  12 brush cathodes of five different 

physical s izes  were delivered GFE and tested at  Hughes. 

in excess  of 60 A to reach operating temperature .  

cur ren t  was beyond the capability of the previously specified and devel- 

oped heater  supply, these cathodes were unsuitable for the system tes t .  

However, they were used during the prel iminary testing to establish the 

thrust  e r ope rating char  ac  t e ri s t i c  s . 

All required 

Since this  level of 

A s  result  of a change work order ,  a suitable cathode was designed, 

fabricated, and tested a t  Hughes. 

F ig .  4 .  Construction techniques a r e  s imilar  to those of the l l f lowerl l  

cathode tested over the past  year at  hug he^,^ although the small  size 

required that the nickel sc reen  upon which the emissive mater ia l  i s  

sprayed be formed into a spiral  ra ther  than the character is t ic  flower 

petal geometry.  

shown in Fig 5 .  

A photograph of this unit i s  shown in 

Typical operating character is t ics  of this  cathode a r e  

2 9  
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Fig .  4. Hughes-designed cathode. 
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C .  Discharge Current  

A s  specified, the discharge power supply was to be cap- 

In the final engine configuration tes t  able of 7 A continuous operation. 

the discharge current  never rose  above 2 . 6  A and no autocathoding was 

observed. 

and accounted in par t  for the relatively high weight to operating power 

of the power conditioning subsystem 

Thus the discharge supply was considerably overdesigned 

2 .  Operating Character is t ics  

During the thruster  tes t  period, when the above changes were 

being made, a number of paramet r ic  data pertaining to thrus te r  perfor-  

mance were obtained. The data to be reported he re  were taken employ- 

ing the optics design 3 of F i g .  3(b) and one of the several  "brush" cathode 

designs tested. 

run overnight to calibrate and stabilize the feed rate ,  to run the thruster  

at a high power level to drive off excess mercu ry  which might have 

accumulated, and finally to vary  the desired electr ical  parameters  to 

obtain the necessary data.  

The general  procedure was to allow the feed system to 

Two neutral  mercu ry  flow ra tes  were established, each known to  

an accuracy of approximately i 5  % .  
in the final life tes t .  The speci- 

fied operating points for magnet current  and discharge voltage a r e  a good 

compromise between performance and power consumption e The position 

of the knee of the curve in F i g .  6(c)  is interesting because it occurs  at a 

lower cathode power for the higher beam current .  

cathode heating resulting f rom ion bombardment f rom the plasma,  which 

is large for the higher plasma density associated with the high beam cur -  

rent.  

at emit ter  temperature even though the power to the cathode heater i s  

significantly reduced. 

in the beam current  a s  the cathode power was var ied-  

These flows bracket the feed ra te  used 

The pertinent data a r e  shown in F i g .  6 .  

This is attributed to 

Thus this a r c  power is  sufficient to maintain pa r t s  of the cathode 

This phenomenon was also apparent a s  a hysteresis  
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Figure 6(d) shows the cur ren t  to the collector a s  a function of 

[ (Vt t V-) /V+]  . voltage and accel-decel ra t io  

interest  in  the design of a final system where it is  desirable  to  mini- 

mize beam impingement on the solar  panels .  Note that as the acce l -  

decel ratio is reduced, the collector cur ren t  increases  until approxi- 

mately 75 % of the beam curren t  is collected in a 27 

Crude calculations based on neutral  efflux f r o m  the discharge chamber 

indicate that charge exchange collisions along the 14 f t  beam path 

can account for  most  of the remaining 25%. 

These data a r e  of 

0 half angle. 

As a resul t  of the above studies of th rus te r  performance and 

because of the mechanical modifications descr ibed,  the final operat-  

ing point for the system life tes t  was established a s  follows: 

Beam curren t  

Beam voltage 

Accelerator current  

Accelerator voltage 

Discharge cur ren t  

Discharge voltage 

Cathode current  

Cathode voltage 

Magnet cur ren t  

Magnet voltage 

Feed system 

Neutralizer cur ren t  

Neutralize r voltage 

250 mA 

3 .5  f 0 .5  k V  

- 2 . 2  mA 

2 . 5  kV 

- 2 . 5  A 

36 V 

50 A max 

3 V max 

15 A max 

4 v  
20 w 
10 A 

3 v  



€5. FEED SYSTEM 

1. P r e s su ri z e r - Re s e r voi r -Valve 

The reservoi r  and the expulsion sys temused  in this program 

a r e  shown in F i g .  7 .  

s u r e  is  applied by a movable piston. 

cylinder is  made by a "rolling diaphragm" 

tamination. 
m e r c u r y  is replaced by a smal l  quantity of volatile liquid - in this 

case ,  water .  

direct ly  related to the temperature;  thus the force  on the mercu ry  

may be controlled by controlling p res su r i ze r  tempera ture .  

thermally isola$ing the pressur izer  f rom the reservoi r ,  it is  possible 

to effect  rapid p re s su re  changes a t  low input power levels,  since the 

relatively small  p re s su r i ze r  mass  i s  thermally decoupled f rom the 

la rge  mercu ry  m a s s  in the reservoi r .  

he re ,  the p re s su r i ze r  operating temperature  of 95 C is maintained with 

5 W of input power. 

The mercury  i s  contained in a cylinder and p r e s -  

The seal  between the piston and * 
to reduce friction and con- 

The p res su r i ze r  is  an equivalent unit except that the 

The vapor pressure  of the liquid in the p re s su r i ze r  is 

By 

With the par t icular  design used 
0 

While the water vapor type of p re s su r i ze r  described above is 

s imple and reliable,  it requires  both a small  power supply and a 

tempera ture  controller.  

spr ings is current ly  being investigated and shows promise  of per form-  

ing the same function with no power input and possibly an over-al l  reduc- 

tion in system weight 

A different concept employing constant force 

To provide smooth operation, some clearance must  be left between 

the cylinder wal l  and the Bellofram. Therefore ,  100% expulsion of the 

mercu ry  is not possible .  

mercu ry  remaining when the piston has fully bottomed is 

With reference to  F i g .  7 ,  the percentage of 

* 
Commercial  units fabricated by Bellofram Corporation, Lexington, 
Massachuset ts .  
f r ic t ion of Hook's law forces .  

The unique features a r e  essentially zero dynamic 
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F i g .  7. Mercury r e se rvo i r  and expulsion sys tem.  
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AV i 006 
r 

Volume, cm3 

208 

1570 

12600 

42500  

where 

Capacity, A/hour 

3 87 

2920  

23400  

7 9 0 0 0  

r E cylinder radius 

6 clearance between cylinder and diaphragm 

and the factor 1/2 occurs  because the elastomer extends along only 

half the length of the cylinder. 

The percentages of mercury recoverable for a typical value 

of 6 = 0.1 c m  a r e  shown in Table I11 for  various reservoi r  s izes  (where 

in each case the length of the cylinder is  four t imes  the radius) .  

I Radius, c m  

2 . 5  

5 

10 

15 

Recovery, % 

96 

98  

99 

99 

During development tests,  a machinists dial indicator was attached 

to the piston with a taut metal  band to monitor the piston t ravel .  

bration run was then made in which the mercu ry  f rom the feed system 

was expelled into a beaker on a direct  reading balance.  The weight of 

the accumulated mercury  was recorded a s  a function of piston motion. 

This direct  calibration of the system (see F i g .  8) showed that 0.001 i n . /  

hour of piston t ravel  equals 8 4 . 8  mA equivalent of neutral  mercu ry  flow. 

A Cali- 
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When in use,  this dial indicator is situated so that it may  be seen through 

a window in the vacuum system. 

a function of t ime and is used to  establish the neutral mercu ry  flowrate. 

The solenoid value employed in this system uses  a design 

The indicator reading is  recorded a s  

developed for the high temperature cesium vapor line of the SERT-I 

sys tem.  

ability at no design cost * In the final system a lighter, smal le r  unit 

could be developed to meet  the lower temperature,  low flow require- 

ments  of this application. 

It is  used he re  primarily because of i t s  immediate avail- 

2 .  Vaporizer 

A tightly woven stainless steel sc reen  wit,, nominal 2 ,,, apertures  

is both used as a phase separator and a flow controller in the feed l ine.  

When properly processed it w a s  experimentally established that the su r -  

face tension forces  associated with the small aper tures  will hold back 

liquid mercu ry  at  p re s su res  up t o  a t  least  1 a tm.  

line p re s su re  i s  maintained at  10 psi  during operation. The section of 

feed line containing the vaporizer i s  temperature  controlled to  provide 

control over the evaporation ra te  of the mercu ry  f rom the exposed s u r -  

face .  

i s  shown in F i g .  9 .  

Typically the feed 

A typical plot of flowrate versus temperature  for the system used 

Compromise is obviously necessary between speed of response 

and power input. 

was chosen as 10 W, and the f eed  line and support s t ructure  were sized 

to accommodate this value. This design produced a dynamic response 

of approximately 1 % change in flowrate pe r  second when the power was 

switched fully on o r  off. 

line and the ups t ream end of the isolator above condensation temperature ,  

was operated in paral le l  with the vaporizer heater to eliminate the need 

for an extra  power supply. 

of the vaporizer .  

In  the present system the nominal operating power 

The heater,  which maintains the vapor feed 

It was sized to consume two thirds  the power 
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Several t es t  runs were made to calibrate the vaporizer against 

the piston motion in the reservoir  and against a vapor flow meter  

(which was not par t  of the final system). The dynamic response,  

stability, and reproducibility were also demonstrated at this t ime .  

The longest continuous run under well controlled conditions was the 

life tes t  i tself .  

stability and control possible with this system. 

incorporated as par t  of a closed loop control system to provide accur -  

ate control of the propellant flow. 

The data of Fig.  8 taken during this period show the 

The unit is easily 

3 .  Isolator 

After vaporization, the mercury  s t r eams  through an isolator 

(Fig.  10) before it enters  the thruster I 

tion of the reservoi r  and feed system at ground potential while the 

thrus te r  is at positive high voltage Basically, the isolator consists 

of an insulating section in the feed l ine.  

sioned so that a g a s  discharge cannot be ignited between the conducting 

pieces of feed line on both sides of the insulating tube. 

This isolator permits  opera- 

This section must  be dimen- 

The presence o r  absence of a discharge can be predicted f rom 

the Paschen curve, which describes the breakdown potential a s  a func- 

tion of the product of p re s su re  and electrode gap width (see Fig.  11) .  

F o r  a feed line p re s su re  of 10-1 Tor r  and a high voltage of 5000 V,  the 

gap width should be smal le r  than 3 cm i f  a mercu ry  discharge is to be 

prevented. 

separated by 1 cm;  for additional safety, four se t s  of electrodes a r e  

arranged in  se r i e s .  

voltage of 5000 V a t  a flowrate corresponding to 1 A equivalent neutral  

mercu ry  flow. 

In the present  isolator configuration the gap electrodes a r e  

An isolator of this design readily withstands a 

The isolator must be maintained above the condensation tempera-  

This is  tu re  for mercu ry  a t  the vapor pressure  present in the feed l ine.  

l e s s  than 8OoC for typical feed line p re s su res  of l e s s  than 0 .1  T o r r .  A 

copper tube is provided to conduct heat f rom the discharge chamber and 
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radiantly heat the isolator .  

cathode power for approximately 1 hour before the isolator is a t  

operating temperature.  

F r o m  a cold s t a r t  it i s  necessary  to apply 

The insulating tube used in the present  isolator i s  made of 

glass  for convenience in fabrication. 

model has  been fabricated and pe r fo rms  well on another system. 

type of design should be used for  future systems because it i s  m o r e  

rugged and because it is conductively heated f rom the discharge cham- 

ber ,  rather than radiantly heated, and thus will reach  operating 

temperature more  rapidly. 

An al l  ceramic  and metal  

This 

4. Integration and Operating Character is t ic  s 

The final integration of a l l  components was performed in con- 

junction with the preliminary thruster  t e s t s .  During these initial t es t s  

the individual components operated a s  specified, providing the desired 

constant feed rate ,  a s  shown in F i g .  8 .  Typical operating power was 

20 to 30 W for the complete system, the exact number depending on the 

thermal  environment. 

C .  POWER CONDITIONING AND CONTROL SYSTEM 

The initial specifications for the various power supplies and 

controls are presented in Section I11 and the design philosophy is given 

in Section I V -  

here  a 

The implementation based on the above is discussed 

1 .  Power Supplies and Controls 

As discussed ear l ie r ,  the power conditioning subsystem was 

mechanized using modular techniques. 

system prior t o  t e s t  a r e  shown in Fig.  12(a) and 12(b).  

couples a r e  provided to  monitor component temperatures  during the 

run (see Section VI I ) ) .  

Photographs of the complete 

(Thermo- 

The modular a r r a y  may be clearly seen f rom 
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(a) Front  view. 

F ig .  12 .  P o w e r  conditioning and control sys t em p r i o r  to  t e s t .  
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(b) Rear view. 

F i g .  1 2 .  (Cont 'd) .  
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these photographs 

ated by adding the outputs fromthe modules, a s  described in detail 

in this section. 

circuit  control system which accomplishes redundant switching, 

sequencing, and l inear control f o r  closed loop engine operation. 

A detailed breakdown of the power conditioning system is pre-  

The table gives the number and types of modulep, 

Also included is  

The various outputs (beam, accel ,  e tc .  ) a r e  gener- 

The modules a re  individually commanded by a micro-  

sented in Table I V .  

along with their power, voltage, and current  rating. 

a specification of salient system parameters  , such as over-all-  

efficiency, size,  and weight 
0 

Figure 13 shows the functional diagram of the power condition- 

ing system. 

employed. The functional diagram shows the incremental and linear con- 

t r o l  systems which automatically s t a r t  the engine and maintain i t s  operat- 

ing point. 

down control capability. 

accomplish all  digital type functions, such a s  sequencing, redundant 

switching, e tc .  The l inear control system, on the other hand, controls 

the engine heater systems and maintains the ion engine operating current  

at programmed o r  set  levels.  

a r e  provided for each supply, although this i s  not shown. 

ual modules listed in Table IV a re  described below. 

It m a y  be seen that both dc and ac adding techniques a r e  

This system also provides automatic engine r e s t a r t  and shut- 

The micrologic control sys tem is employed to 

Voltage and current  te lemetry outputs 

The individ- 

a .  Beam Supply 

The beam supply must  furnish power a t  3500 V dc Seven 

operating and two standby 1 2 5  W self-oscillating inverter  modules are 

employed. 

bleeders (for both the positive and negative high voltage supplies) is 

a lso required.  This tenth module also contains the sampling r e s i s to r s  

and voltage dividers used to provide both beam and accel  telemetering. 

The inverter  inputs a r e  connected in parallel ,  and their  outputs a r e  

connected in se r i e s  

ing modules for  failures and turns on the standbys, a s  required.  

A tenth module which contains the high voltage f i l ters  and 

The micrologic system monitors the seven operat-  

All 

47 



48 

(I) 
P) 
4 

5 a 
0 z 
M 

w 
0 

d 
c, 

a" 

I 

s I -  :;- 
t--- 

0 
0 I 

0 0 0 0  
0 0 0 0  3 N - N  N l  

I o m * m  m d 

I 

I I N e d -  # 

r - r N -  - I I 

~ 

I 0 0 -  9 m m l n m o  
o o m ~  
m o  
r r ) N  

- I  
m 

yi 

c 
.e c 
Id 
U 

la a 
.e 4 

u 
u 
m 
P 
c 
0 

a 
u & 

7 0. 
u 
c 
M 
c 
0 
0 u 
c 

w 

.d 

.d d 

.e c 
rd 
a 
m & 

-0 

.- 

2 2  
a? :  
0 3  

r - V )  

- u  

I 
' I  

I 
I 
8 
I 
1 
8 
I 
I 
1 
I 
I 
I 
8 
I 
1 
I 
1 



, .  
M 
cd 

M 
c 
c 
0 

a c 
0 
V 

k 

.* 

.rl 
c, .r( 

9 
i 

49 



inverter  modules a r e  fused at the power inputs and employ bypass 

diodes in  the output c i rcu i t s .  If an inverter  module short  c i rcui ts ,  

the fuse opens. If the inverter stops oscillating o r  a t rans is tor  

malfunctions, the bypass diode prevents an opening of the inverter  

output se r ies  circuit .  Each inverter module has  its own individual 

micrologic start/stop circuit  to control inverter  oscillation. This 

circuit accepts logic commands f rom the main  micrologic sys tem.  

In the event of an engine a r c ,  the modules wi l l  be  shut down and r e -  

started via the micrologic sys tem.  

ing arcing to prevent circuit damage. 

The inver te rs  a r e  shut down dur-  

The basic circuit of the self-oscillating inverter  (minus the 

start /stop circuit)  is shown in Fig.  14.  

This circuit  is  a magnetically coupled oscillator which employs 

a separate saturating feedback t ransformer  for timing. 

t ransformer  does not saturate;  therefore,  no large t rans is tor  collector 

current  spikes occur a t  the switching moment (as  is the case with the 

m o r e  conventional single t ransformer  circui t ) .  These current  spikes 

would represent a high transient collector dissipation. Therefore,  two 

t ransformer circuits a r e  employed to reduce t rans is tor  dissipation. 

The output 

Conventional inverter start /stop circui ts ,  which rely on a t ransient  

for starting and the removal o r  a bias supplied by the application of Eline 

for stopping, a r e  not applicable he re  of Eline 
a switch in ser ies  with the line to exercise  this  type of s tar t /s top c i r -  

cuit because such a switch sacrifices efficiency i f  a semiconductor is 

used o r  sacrifices turnoff speed i f  a re lay i s  used. 

essential  here  in order  to accomplish a high speed shutdown in the 

event of a load transient (typical with ion engines).  

p r ime source voltage remains connected to  the inverter  circuit a t  all 

t imes ,  and the start /stop function is accomplished in  other ways. 

It is undesirable to  inser t  

Turnoff speed i s  

Therefore,  the 

The basic start /stop function is  shown in Fig.  15 
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Fig.  14. Basic self-oscil lator.  
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The inverter will not oscillate with the line voltage applied a s  

shown in F i g .  14. 

cuit to "se t  it i n  motion." In the circuit  of F i g .  15, the s ta r t  c i rcui t  

del ivers  a pulse of energy to  the inverter  via the feedback t r ans fo rmer ,  

a s  shown. The micrologic c i rcui t ry  pas ses  the t ra in  of 1 % duty cycle 

s ta r t  pulses to  the s ta r t  circuit  i f  the "ON" 'command i s  present  and the 

inverter  is  not operating (as indicated by the "off sense" c i rcu i t ry  which 

der ives  its output f rom an auxiliary winding onthe output t r ans fo rmer ) .  

The micrologic c i rcui t ry  wil l  not pas s  the t ra in  of s ta r t  pulses if  the 

flON11 command is absent or the inverter  is  operating. 

Some external energy must  be delivered to  the c i r -  

Thus, the start ing logic receives the IlONtt command, applies 

the s ta r t  pulse to the inverter ,  observes that the module has  s tar ted,  

and then inhibits fur ther  s ta r t  pulses f r o m  being passed to the module. 

If for any reason the module should stop (by a mechanism of some 

random transient,  for  example) and "ONt1 command i s  still p resent ,  

the micrologic w i l l  again apply s ta r t  pulses  until start ing occurs .  

level of sophisitication is employed in the s ta r t  c i rcui t  to  provide for 

reliable starting under a l l  conditions which might develop during the 

course of a 10, 000 hour mission.  

involved in a mission of this length, it is necessary  that the control logic 

be a s  "foolproofll a s  possible .  

This 

Since some unknowns a r e  necessar i ly  

Note that only one s ta r t  pulse generator  is  necessary  for all  

modules. 

tially disconnected f rom the module when start ing has occurred .  

insures  that the high efficiency operation of the basic  module is not 

affected by the presence of the start ing circui t .  

c a r r i ed  over into the design of the stop circui t .  

f r o m  the module once oscillation has ceased,  and therefore  there  i s  no 

standby dissipation in the stop circuit  during the period when the module 

is  off. 

Furthermore,  it should be noted that the s ta r t  circuit  i s  essen-  

This 

This same philosophy is 

That i s ,  it is disconnected 
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The stop circui t  functions by shorting out the feedback circuit  

and thus quenching the oscillation. 

the stop t ransis tor  whenever the IIONt' command is absent and the 

module is operating. The stop t ransis tor  wil l  not be turned on when- 

ever  the r lON1l  command is present o r  when the module is not opera t -  

ing. 

tu rns  on the stop t rans is tor ,  which shor t s  out the feedback circuit ,  

and then turns  this t r a m i s t o r  back off when the module ceases  opera- 

tion. 

t ransient ,  for example) and the "ON" command is absent, the stop 

t rans is tor  wi l l  be turned on and the module will be stopped. Thus, 

the same ltfoolprooftl philosophy used in the s ta r t  circuit  is  used in 

the stop circuit .  

The micrologic circuit  tu rns  on 

Thus,  the stopping circui t  operates on the absence of the 

If for any reason the module should s ta r t  (via some random 

A diagram of the logic circuitry i s  shown in F i g .  16. 

diagram is simply a "Nand Gate" mechanization of the function 

described above, and the techniques a r e  s tandard.  Currently avail-  

able hardware allows this circuitry to be packaged in three  small 

"flat packs" and provides the reliability equivalent to  that of t h ree  

t rans is tors .  

c i rcui t .  

module and is considered to  be a par t  of the module ci rcui t .  

This 

Thus,  smal l  s ize  and high reliability a r e  fea tures  of this 

This circuit  is  then packaged in the self -oscillating inverter  

b .  Magnet/Accel Supplies 

The magnet inverters  (one operating, one standby) a r e  

self oscillating circui ts  which supply ac power to the magnet rect i f iers ,  ~ 

the accel  output t ransformers  (located in  the accel/magnet rectifier 

module), and the a r c  driven inverter .  

h e r e  in a manner identical t o  that of the main beam supply. 

net rect i f iers  (one operating, one standby) and the accel output 

t ransformer- rec t i f ie r  combinations (one operating, one standby) a r e  

contained in a separate  module. 

f o r m e r s  for providing magnet current te lemet ry .  

Micrologic s tar t /s top i s  employed 

The mag- 

This module contains cur ren t  t rans-  
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C '  Arc Supply 

The a r c  inverters  (two operating, one standby) a r e  

driven, pulse-width modulated circuits which supply a c  power to the 

a r c  rectifier-fi l ter  module. 

(made possible by the driven operating mode) to  form the total .  

module which is  not in use has its t ransformer  pr imary  shorted out 

by a relay.  Drive power is received f rom the magnet inverters ,  and 

the pulse width modulation i s  governed by circui t ry  located in the a r c  

rectifier-fi l ter  module. The rectifier-fi l ter  module also contains 

sensing t ransformers  for a r c  voltage and current  te lemetry.  

The module outputs a r e  ac  series added 

The 

The basic circuit  of the driven inverter i s  shown in F ig .  1 7 .  

F o r  the sake of simplicity, pulse width modulation is not shown. 

the exception of the control logic, the operation of the circuit  i s  quite 

straightforward. The relay is  energized during normal  operation; its 

p r imary  function is to short  out the t ransformer in  the event of a module 

fai lure .  

needed either to connect to E 

t ransis tor  which operates the relay i s  a lso used to  connect o r  disconnect 

the drive to the inverter  and is  used to provide rapid turnoff of the 

inverter  in the event of transient overload. 

With 

If only half of the pr imary i s  shorted, only one relay pole is  

o r  to accomplish shorting. The line 

The control logic for  this module is different f rom that for the 

self-oscillating case .  

than pulse type.  

module has  failed, so that the relay may  be  deenergized even though the 

"ON" command is  present .  

modules which a r e  used in the dc adding technique, it i s  not only 

necessary  to  sense that a failure has  occurred,  but it i s  a lso necessary  

to determine which module has  failed, so  that its re lay may  be closed. 

Here  the on-off control is pr imar i ly  dc rather  

In addition, it is necessary to  determine whether the 

In contrast to the self-oscillating inverter 

Micrologic is  used to  perform the failure sensing mechanism; 

this decision is based on the following logic: 

Module Fai lure  = (Delayed Command On) e (Module Not Operating) 
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fa i lure  signals in the cor rec t  Boolean form to der ive a signal which 

indicates whether two  fai lures  have occurred.  

generate the commands fo r  both standbys requires  eight "flat packs" 

and is packaged in an encapsulated block which has  the approximate 

dimensions of 3-1/2 in.  by 5/8 in .  by 3/16 in .  

s ize  of the hardware required t o  p e r f o r m  this task is  made v e r y  small 

through the use of microelectronics.  

The circuitry t o  

Thus, the physical 

Fai lure  sensing and switching for  the other supplies is a s  

described above. However, since the remaining supplies consist of, 

at most ,  three modules (a rc  supply), the situation is not as complex. 

F o r  example, the magnet/accel supply has  only one operating and one 

standby module. 

one module has  failed in order  to command the standby. 

Therefore,  it is  necessary  to determine only if  the 

(3 ) Linear Controller - The linear controller main- 

tains the engine operation within prescr ibed limits by sensing various 

parameters ,  and generating signals which control the four variable sup- 

plies.  

by digital commands f rom ground control. 

which a r e  involved in the l inear controlare  l isted below: 

The nature of the control function m a y  be changed in  discrete  steps 

The four variable supplies 

1 .  Vaporizer 

2 .  Cathode Heater 

3 .  Arc  

4 .  Neutralizer. 

The interpretation of the control character is t ics  given in Section 

111 is described in F i g s .  20, 21, 22, and 23 and Table V.  Note that i n  

the case  of the vaporizer  and cathode heater  control, a family of curves 

is available. These discrete  families a r e  selected by ground command. 

Note also that the cathode heater is controlled by more than one pa ram-  

e t e r .  In this case,  the control function which demands the greatest  

amount of power reduction i s  used (for example Fig.  2 4 ) .  
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T A B L E  I X  

Weigh t s  and  Powers  f o r  Var ious  Supplies 

Power,  W 

875 

90 

150 

45 

5 

35 

1200 

P e r  cent of 
Power 

73.0 

7 .5  

12.5 

3.7 

0.4 

2 -  9 

100.0 

Bas i c  
Keight, l b  

4.. 18 

1.30 

0.60 

0.90 

0.50 

0 .30  

0 . 9 0  

2 .50  

11 .18  

Redundant 
Weight, lb 

1 .84 

0.80 

0.60 

0.60 

0.30 

0 .20  

4.34 

Total  
Weight. lb  

6.02 

2.10 

1.20 

1 . 5 0  

0.80 

0 .50  

0.90 

2.50 

15.52 

P e r c e n t  of 
Weight 

38.6 

13 .5  

7 . 7  

9.6  

5.1 

3 . 2  

5 . 8  

16.1 

100.0 



in any assessment  of power conditioning weight; with a so l a r  a r r a y  

weight of 50 lb/kW it i s  apparent that a 5% lower efficiency would 

resu l t  in 2. 5 lb/kW addition i n  so la r  a r r a y  weight, a significant 

f ract ion of the power conditioning weight at 12. 9 l b / k W .  
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event of an engine arc,  block 2 and block 3 a r e  simultaneously turned 

off. 

5 sec  delay. 

engine a r c  takes place.  (During system integration t e s t s ,  it was found 

necessary to a l ter  this sequence slightly, a s  discussed in the next 

section. ) 

Within 1 /2  sec,  block 2 i s  res tar ted and block 3 follows by the 

This automatic turn off and r e s t a r t  occurs  each t ime an 

( 2 )  Failure  Sensing and Redundant Switching - 

This portion of the logic system essentially controls the standby modules.  

In order  to illustrate how this is  mechanized, the main drive switching 

will be described. There  a r e  seven operating and two standby modules 

in the main drive supply. When block 2 is  commanded on by the 

sequencer, the seven operating modules a r e  commanded on and the two 

standbys a re  held off unless there  has  been a failure in the f i r s t  seven. 

The f i rs t  step in redundant switching i s  the determination of a 

A failure i s  sensed by comparing the module "ON1' command failure.  

with a signal which defines the state (on o r  off) of the module. This sig- 

nal is derived directly f rom the module output t ransformer  and provides 

a digital indication a s  to whether the module i s  producing power. 

module failure signal is  derived by the following logic: 

A 

Module Fai lure  = (Delayed Command On) (Module Off) . 

The delay is  used to remove the ambiguity which would exist a t  the moment 

of turnom if the delay were not used. 

If a failure i s  detected in one of the seven operating modulesg the 

It is not necessary to  determine first standby is commanded l lON. l l  

which module has  failed because the dc adding technique provides fo r  

bypassing a failed module through its own output rect i f ier .  

command for the first standby i s  generated by "0R"ing the failure sense 

signals of each of the first seven modules. 

occur in the f i r s t  seven plus the f i rs t  standby, the second standby is  

commanded "ON. 

Thus the "ON1' 

If any two failures should 

This command i s  generated by combining the module 
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d ;  Cathode Heater 

The cathode heater inver te rs  (one operating, one standby) 

a r e  driven, pulse-width modulated circui ts  which supply ac power to  

the cathode heater output t ransformer located in the cathode controller 

module.  Drive power is received f r o m  the heater  inver te rs  and the 

pulse width modulation is governed by the cathode controller module 

which contains the cathode heater output t ransformer  and the circui t ry  

required to  control the pulse-width modulation of the cathode heater 

inver te r .  

The regulation point is controlled by an external analog voltage. 

t ro l l e r  module also contains the cathode heater  te lemetry circui ts .  

The control is such that an rms cur ren t  regulator is mechanized. 

The con- 

e .  Neutralizer / F e e d  Heat e r 

The heater inverters  (one operating, one standby) a r e  self- 

oscillating circui ts  which supply a c  power to the neutral izer ,  vaporizer ,  

p re s su r i ze r ,  and solenoid valve modulators.  AC power is also supplied 

to the cathode heater  driven inverters ,  and low voltage (+ 6,  f 12 V) dc 

power is distributed throughout the system for  u se  a s  control voltage, 

logic power, e t c .  

tion p r io r  to s tar t ing the heater inver te rs ,  these a re  s ta r ted  directly 

from ground command. 

netic modulators for  controlling the neutral izer ,  vaporizer,  p re s su r i ze r ,  

and solenoid outputs. 

cur ren t  regulators with outputs controllable by an external analog signal.  

The p res su r i ze r  is  a temperature  regulator employing a thermis tor -  

bridge detector and the solenoid is mere ly  a constant output supply. 

The modulator module contains the te lemetry circui ts  for  all of these 

supplies.  

Since low voltage is not present  for micrologic opera-  

The heater modulator module contains the mag- 

The neutralizer and vaporizer supplies are  rms 

f .  Control and Logic 

The control and logic functions a r e  mechanized using both 

Digital techniques are  used pr imar i ly  for  analog and digital techniques - 
fa i lure  sensing, redundant switching, and s tar t /s top sequencing. 

grated microcircui t ry  in flat-pack form is employed throughout. 

Inte- 

Analog 
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techniques a r e  used to generate the l inear control functions. 

grated circuit operational amplif iers  (packaged in TO-5 cans) sense 

engine performance and generate the analog voltages which control 

the adjustable supplies. 

available for te lemetry.  

Inte- 

Key digital logic signals a r e  a lso made 

In addition to supplying the engine with the basic  power forms  

required f o r  operation, the power conditioning subsystem must  pro-  

vide for automatic system control. 

categories: s ta r t  sequence, failure sensing and redundant switching, 

and linear engine control. 

This can be broken into three 

(1) Star t  Sequence - The initial startup sequence 

specified by NASA-LeRC was a simultaneous turn onof a l l  supplies. 

This specification was la te r  redefined by agreement between NASA- 

LeRC, JPL,  and HAC to  require a sequence of three basic s teps .  That 

is, during the sequence, power is  applied to the engine in blocks. 

are listed below and shown in F i g .  19. 

These 

Block 1 - Cathode Heater,  P r e s s u r i z e r ,  Neutralizer,  

Valve 

Block 2 - Beam, Accel, Magnet 

Block 3 - Vaporizer, Arc  

The block 1 group is  started on ground command by sending a 

pulse to the heater  inverter which operates these supplies. 

nal  causes the cathode heater,  plus all supples in the modulator module 

(except the vaporizer),  to begin operation. The vaporizer supply is 

inhibited at this t ime by a bias signal which i s  not removed until block 3 

starts. 

This sig- 

After allowing sufficient time for engine warmup (this time is 

determined by ground control), a ground command is sent to  the logic 

system, which in turn  sequences block 2 and block 3 automatically. 

logic system s ta r t s  block 2 a s  soon as the ground command is received. 

After an  atuomatic 5 sec  delay, the logic system s t a r t s  block 3 .  

The 

In the 
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This logic is  self-explanatory. Note that the "ON1' command 

is delayed slightly to eliminate the ambiguity which would exist at 

init ial  turnon i f  the "ON" command were used directly.  Only one 

delayed command "ON" signal is  needed for the se r i e s  string, and 

this signal is  generated by simply applying the "ON1' command sig- 

nal  to an R-S flip-flop and using the delay of one clock pulse.  This 

signal is I'anded" with the Module Not Operating signal to generate a 

Module Fai lure  signal which is  used in the re lay  logic. 

micrologic operates the t ransis tor  which controls the relay.  

re lay logic i s  as follows: 

The relay 

The 

Relay On = (Command On) * (Module Not Failed) . 

This logic is again self-explanatory and it can be seen that the 

re lay  is  deenergized if  the module fai ls ,  even though the command 

"ON" signal i s  still present .  

be mechanized with only three  "flat packs"; therefore,  the hardware 

is no m o r e  complex than that for the self-oscillating modules. 

The relay and module failure logic may 

The incorporation of the pulse width modulator in the driven 

inverter  circuit  is shown in F i g .  18. 

the circuit of Fig.  17 along with the modification shown in Fig.  18. 

The a r c  inverter modules employ 

A separate module contains the a r c  supply rectifier -fi l ter  and 

the circui t ry  required to control the pulse-width modulation of the a r c  

inver te rs .  The rectifier-fi l ter  consists of two basic c i rcui ts .  One i s  

a low voltage (36 V dc) ,  low impedance circuit  and the other is a high 

voltag'e (108 V dc) ,  high impedance circui t .  The outputs of these two 

a r e  l l o r l d T 1  together through diodes. 

to start the a r c  when the output current is low, while supplying the 

bulk of the power at  the low voltage when the output current  i s  high. 

The pulse-width modulation control is  such that a voltage regulator i s  

mechanized. The regulation point is controlled by an external analog 

voltage. 

This provides the necessary boost 
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These control hnc t ions  a r e  m-echanized by employing opera-  

tional amplifiers and analog computer techniques. 

representing the various inputs a re  available f rom the te lemetry c i r -  

cuits of the power supply. 

with the control character is t ics  to produce an analog voltage which is 

used by the power supply being controlled to establish its operating 

level.  Each power supply is mechanized so that as its input analog 

control voltage r i s e s  f rom 0 to 7 V ,  its output is  l inearly reduced f rom 

100% to 0 .  

to minimize size and maximize reliability. 

amplif iers  employed i s  contained in a single TO-5 size t ransis tor  package. 

Analog signals 

These inputs a r e  operated in accordance 

The linear controller uses  microcircui t  techniques in order  

Each of the operational 

The control of the cathode heater is a s  follows. Under normal 

operation, the cathode heater current will be determined by the beam cur-  

rent  design point (250 mA).  

manually adjusted above that required for 250 mA of beam, the operat-  

ing point will always be forced onto the sloping pa r t  of F i g .  24(a). If 

cathode deterioration causes the beam current  to fall, the set  point is  

raised discretely by external command a 

The upper set  point for  heater current  is 

If operation departs f rom normal  for some reason (such a s  auto- 

cathoding), two override loops are  provided. 

overr ide control function. 

If the a r c  current  exceeds 6 . 5  A, the cathode heater current  will be r e -  

duced by the a r c  current  signal, regardless  of beam curren t .  

Figure 24(b) shows the a r c  

Under normal  conditions, a r c  cur ren t  i s  2 .5  A.  

Similarly, a second override loop is provided to accommodate a 

drop in solar-cel l  output voltage. 

maintained at  42 V .  

i s  reduced by the solar cell  signal (Fig.  24(c));. 

The solar cell  voltage is  normally 

If it falls  below 40 V,  the cathode heater current  

The a r c  voltage controller is  designed to maintain a constant a r c  

voltage, p rese t  at  a value between 3 0  and 36 V .  In two situations, however, 

the a r c  voltage shall be other than the nominal design point value: 

up, and (2) autocathoding. During startup, in o rde r  to initiate the a r c  

discharge,  the a r c  voltage shall be increased to  three  t imes  its normal  value, 

(1) s ta r t -  
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o r  108 V .  

a r c  supply. 

the startup value of 108 V,  regardless of any other system demand 

signals.  

Tripling of the a r c  voltage is accomplished internally to the 

While a r c  current  i s  below 10 mA, the a r c  voltage is at 

The other condition for departure f rom design point value of 

a r c  voltage is autocathpding . 
below 25  A, an autocathoding situation is  indicated and the a r c  voltage 

i s  reduced. The a r c  voltage demand fal ls  to  5 V when the cathode 

heater current  drops f rom 25 t o  23 A .  

When cathode heater current  falls  

The final control function employed in the system i s  the vapori- 

zer heater control. 

plished by maintaining a fixed value of accel drain cur ren t .  
accomplished in a manner similar to that usedfor  cathode heater - 

beam current  control. Howevers the vaporizer current  controller 

differs somewhat because it has  the capability for  two-dimensional 

set-point adjustment (Fig.  2 2 ) .  

and upper set point of vaporizer heater cur ren t  can be manually selected 

during the tes t .  

The vaporizer heater current  control i s  accom- 

This i s  

Both the accel cur ren t  operating point 

The control loop may be used to maintain a relatively constant 

beam current  through the relation between beam and accelerator  drain 

cur ren ts .  Although this control loop was implemented, it was decided 

in agreement  with the JPL program manager that it would not be acti-  

vated during the 500 hour tes t  and that engine control would be maintained 

by the beam current to cathode power loop. 

during the tes t  was set  at  the discrete vaporizer control point correspond- 

ing most  closely to 8 0 %  propellant efficiency. 

The propellant flow rate  

The neutralizer control (Fig. 23)  was not employed (although the 

electronics were implemented), since no beam potential sensor  was 

furnished. 
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2. Magnetic Component Design 

Seventy-three magnetic components comprise  32 different and 

specially designed types used in the sys tem.  

formance depends strongly on these magnetic-components because 

they make a substantial contribution to  system weight, efficiency, 

and reliability . 

The basic system p e r -  

A key parameter  inminimizing the weight and maximizing the 

efficiency of the magnetics has been the inverter  frequency. 

by the switching speed of the t rans is tors  used, the upper frequency 

limit has  been chosen a s  10 kc at high, loaded line voltage. A t  this 

frequency it has been very advantageous t o  use  fe r r i te  cores  instead 

of silicon steel, since the fe r r i tes  exhibit much lower hysteresis  and 

eddy current losses  a t  the same flux density. 

Limited 

One property of f e r r i t e s  which has  required special attention 

for  this space application has  been the relatively low Curie point com- 

pared with silicon steel .  

available) has been found to saturate at a flux density of 2 kG at  14OoC 

core temperature.  

when operating at  2 kG and 85OC. 

to  a 15 C r ise  above the 70 C mounting base temperature,  is  easily 

obtained with 98 % t ransformer efficiency. 

characterist ic of the f e r r i t e  pot cores  i s  the large,  flat, ground, mount- 

ing surface of the coreg  permitting intimate thermal  interface with the 

radiation mounting plate of the module. This efficient interface, com- 

bined with the ideal thermal  configuration of the pot core ,  permi ts  very 

low temperature gradients between t ransformer  coil, core ,  and mounting. 

Thus the thermal limit of the fe r r i te  core  i s  completely compatible with 

the power t ransis tors  with which it must be in close proximity. 

The fe r r i te  alloy used (highest Curie point 

This character is t ic  permi ts  a wide safety margin 

This temperature  which corresponds 
0 0 

A particularly appropriate 

It should be noted that at a maximum ac  flux density of 2 kG with 

square-wave 1 0  kc,  f e r r i t e  core  losses  a r e  negligible compared with 

those for silicon s teel  a t  this frequency and flux density, and l e s s  than 

half the copper loss  when designed f o r  9 8 %  efficiency. Therefore,  it 

is  apparent that the f e r r i t e  t ransformer i s  substantially more  efficient 

than a silicon s teel  t ransformer  of the same weight. 
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Nickel-iron was considered as an alternative core  mater ia l  for  

This mater ia l  is  available in two forms:  tape toroids and 

The thinnest laminated mater ia l  which can be used with- 

the sys tem.  

laminations.  

out fragile handling propert ies  i s  0 .  004 in. 

l o s ses  a r e  still higher than ferr i te  losses .  

thin tape toroid requi res  that no dc unbalance be permitted in widings, 

since the absence of any effective air gap would result  in core  satura-  

tion becase of the narrow hysteresis  loop. 

obtainable in some circuits , it i s  impracticable in many others ;  there-  

fore ,  fe r r i te  is still preferable .  

A t  this thickness, core  

On the other hand, the 

While this dc balance is  

A particularly important, and formidable, design problem in 

t r ans fo rmers  fo r  this system is that of high voltage, since many t rans-  

f o m e r s  require  operation of one secondary at 3500 V relative to the 

p r imary  and other secondaries.  In connection with this requirement,  

the high voltage winding must be shielded to prevent engine a r c s  f rom 

capacitive coupling high voltage transients into low voltage circui ts  , 
with accompanying destruction. In contrast  to this requirement for  

high voltage insulation, which sugges ts  l a rge  separation of windings, 

is the requirement for low leakage inductance and tight coupling to pro-  

vide fast r i s e  t imes  of the 10 kc square wave. 

The design which represented the most  suitable compromise of 

the above requirements,  using a fe r r i te  pot cores  was a noninterleaved, 

layer-wound coil, with the high voltage secondary inside, next to the 

bobbin. 

mat (0 .005  in .  thick per  wrap) and then shielded. 

were insulated 1/8 in.  back from the edge of the winding with 0 . 0 0 2  in. 

of bondable-teflon tape and wrapped again with one layer  of 0 .005  in .  

epoxy-mica-mat.  Finally, the pr imary and other secondaries were put 

on. High voltage leads were brought out in teflon-sleeved, teflon- 

insulated wire .  The finished t ransformer was wrapped with glass-tape 

and vacuum-formed with aluminum-filled epoxy. 

high-potted at 5000 V before impregnation and again af ter  impregnation. 

This winding was then wrapped with six l aye r s  of epoxy-mica- 

The shield edges 

Trans fo rmers  a r e  
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Since t ransformers  a r e  mounted on the back surface of the 

module mounting plate (side away f r o m  space) , the possibility of 

entrapped outgassing and associated intermediate p r e s s u r e  requires  

that high voltage terminals  be hermetical ly  sealed.  This is  accom- 

plished by providing a potting CUP, in tegral  with the t r ans fo rmer ,  

surrounding the high-voltage terminals  , and filled with epoxy af ter  

lead termination at  assembly . 
To verify the adequacy of the high-voltage insulation, two 

main drive t r ans fo rmers  which normally operate at  3 5 0 0  V were 

high-potted to  destruction. 

at 

One unit failed at 15, 000 V and the other 

17 ,  000 V indicating a very  adequate margin over normal  s t r e s s .  

3 .  Mechanical Design 

An interesting feature  of the modular power conditioning sys-  

t em is its physical geometry.  The m o r e  conventional power supply 

would be packaged i n  a box shape, but the modular system takes on 

the appearance of a flat  panel, which i s  desirable  for  a space environ- 

ment in which cooling is accomplished by radiation only. 

The components for  each module a r e  mounted on a thin plate 

This a r e a  is whose size has  been standardized at  3 - 3 / 4  in.  by 7 in.  

convenient for  mounting the required number of par t s  and also pro-  

vides sufficient radiating a r e a  to maintain the plate tempera ture  at 

70 C maximum (assuming operation at maximum power capability). 

Thus, with no cooling by conduction to the vehicle, a single module 

may  be operated a s  a f r ee  body (from a thermal  standpoint). 

0 

The individual module plates a r e  mounted to an aluminum f rame  

The thin webs which make up the f r a m e  employ in  a rectangular a r r ay .  

90° members  to increase  the bending moment .  

a r e  used,  all 2 4  modules a r e  not operating at any one t ime.  

heat conduction is possible along the f rame,  the 3 - 3 / 4  in.  by 7 in.  

a r e a  i s  effectively increased,  which allows some conservat ism in the 

7OoC maximum es t imate .  

Since standby modules 

Because 

The f rame is essentially all of the s t ructure  
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required for  the ent i re  power conditioning system. 

to  attach this f r ame  a t  only a few points on the vehicle; therefore ,  

the de sign minimizes vehicle weight penalties in accommodating 

the power supply. 

design represents  a minimum ratio of s t ructure  to  component 

weight which has  not been achieved before.  

upon meeting the shock and vibration requirements  of a launch 

environment, although such testing w a s  not par t  of the present  

program.  

It i s  necessary  

The finished f r a m e  weighed only 2 . 5  lb.  This 

The design w a s  based 

A very  important aspect of the mechanical design i s  the man- 

n e r  in which high voltage integrity i s  a s su red .  In order  to eliminate 

high voltage breakdown caused by outgassing and the resultant inter-  

mediate p re s su re ,  and at the same time minimize the weight of potting 

compound required to seal  high voltage connections, all exposed high 

voltage connections a r e  located on the front  face of the module plates .  

That i s ,  they a r e  located on the side exposed to space.  

example of this is the front face location of the high voltage 

Since a number of magnetic components a r e  operating at high voltage, 

the connections to these components are encapsulated in epoxy after 

module chass i s  wiring is  completed. 

A typical 

rect i f iers .  

The mechanical design considerations (including thermal)  have 

proved to be as important a s  the electr ical  aspects  in minimizing 

sys tem weight. 

e lectr ical  components if  massive mounting and cooling s t ruc tures  

a r e  then required.  

sequent verification by actual construction) demonstrate the manner  

in which the total weight of the vehicle has  been considered in order  

to achieve an optimum. 

It is use less  t o  establish some minimum weight of 

The features  of this mechanical design (and sub- 

4. Thermal  Tes t  

Since the thermal  character is t ics  of the power supply are so  

important to its successful operation, a thermal  tes t  (in a vacuum) 

was performed on a single module pr ior  to the sys tem tests. A m a i n  
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dr ive  module w a s  used a s  a sample, and the tes t  was performed with 

the module suspended in the vacuum chamber by small wires  (to mini- 

mize  thermal  conduction via the mounting s t ructure)  and radiating 

f rom one face to a LN2 cryowall. 

load, and the resul ts  of this tes t  a r e  presented in F i g .  25. 
The module was operated at full 

The tes t  was assumed to have s ta r ted  at the t ime LN was  2 
added. The module w a s  not operated during the first 15 min, and 

the cooling curve may be seen.  

operated for 75  min, at which t ime thermal  equilibrium was  essentially 

established. It can be seen that a l l  t empera tures  were relatively low. 

Therefore,  on the bas i s  of this tes t ,  it was concluded that the thermal  

design and performance were sat isfactory.  (This w a s  la ter  shown to 

be untrue, a s  discussed in a la ter  sect ion.)  

The module was then s tar ted and 
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SECTION VI 

SYSTEM INTEGRATION 

ELECTRICAL TESTS 

The purpose of these tes t s  w a s  to establish compatibility between 

These the power conditioning subsystem and the engine and feed system. 

t e s t s  revealed the usual problems which accompany the integration of 

systems of this complexity. Although most  of these problems were 

readily solved, three of them were particularly troublesome. They 

were 

1 .  Transmission line drop encountered in handling 

low voltage, high current,  high frequency, pulse- 

width modulated square waves for  u se  by the 

cathode heater.  

2 .  The resistance of the magnet winding when the 

engine was cold was found to be only half the 

operating (or hot) value. 

3 .  The startup sequence could not be made to  

operate a s  originally specified. 

1 .  Transmission Line Drop 

Ea r ly  in the integration tes ts ,  it was found that insufficient power 

was being delivered to the cathode in  the engine. 

directly at the power supply output terminals  indicated that sufficient 

power was available but was not being transmitted to the cathode. 

problem was aggravated by a situationpeculiar ' to the tes t  configura- 

tion. 

length, but it was necessary t o  contend with two feed through drops in 

Measurements made 

This 

That is, not only was line drop a problem because of t ransmission 
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1 

v1 v2  v3  

in o rde r  t o  connect the power supply in one vacuum tank to  the engine 

in another. In an attempt to minimize the line drop, the length was 

held to a minimum, heavy Litz wire was used t o  minimize reactive 

and resist ive drop a s  well a s  any skin effect ,  and special  low induc- 

tance feedthroughs were designed. 

made, a line drop measurement was made under the tes t  condition 

shown in Fig,  2 6 .  

After these improvements were 

For this tes t ,  the cathode was replaced by a short  circuit ,  and 

the voltage at V 1 
The voltages at the indicated locations were measured  with a t rue  rms 

meter  for both the high frequency, pulse width modulated voltage applied 

at V1  

presented in Table V I .  

was increased until rated (50 A) current  was flowing. 

and fo r  a 60 cycles sine wave applied at V The resul ts  a r e  1 '  

v4 v 5  

Table VI 

HighFrequency 

6 0  Cycles 

Line Drop Data a t  5 0  A RMS 

2 . 7 1  2.41 1.77 1 .08  0.46 

0 . 4 9  0 .40 0 .38  0 .105  0.088 

Voltage, V 

I 
f 
B 

It can be seen that the total  line drop was 2 e 7 V .  Since the voltage 

available from the power supply has  a maximum of 3 . 2 5  V,  the nominal 

cathode power specification of 3 V ,  5 0  A was not achievable at the cathode. 

Comparison of the high frequency and 60  cycle data shows that the line 

drop was pr imari ly  reactive.  
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The d a t a  given in Table VI  can be used to compute the voltage 

at the 50 A load if the full 3.25 V power was applied a t  V1. 

culation, which is made using a vector diagram and which assumes  

that the difference between the high frequency and 60  cycles data is  

pure reactance (i. e . ,  no skin effect), indicates that only 1 . 4  V ra ther  

than the desired 3 . 0  V is available. 

the feedthrough drops could be eliminated, 2 .5  V would be available 

a t  50 A .  

problem (low voltage, high current ,  high frequency) and a tes t  configura- 

tion which required m o r e  connections in  s e r i e s  with the line than would 

be encountered in an actual space application led to a solution in which 

the power t ransformer was moved t o  the engine tank. 

This cal-  

It is interesting to note that i f  

However, the combination of a difficult power t ransmission 

With the cathode heater output t ransformer  located in  the engine 

tank, the transmission line problem was virtually eliminated. In this 

configuration, the major  portion of the distance (including all feed- 

throughs) f r o m  the power supply to the cathode was covered at  high 

voltage (80 V peak) and low current  (2 A); only the las t  12 in .  o r  so  

were covered at 3 V, 50 A .  It should be noted that even if  the t r ansmis -  

sion line drop were such that rated power could be delivered to the 

cathode, the configuration with the t ransformer  at the engine is fa r  

superior f r o m  a power factor standpoint e Therefore, locating the 

t ransformer at the engine will resul t  in  minimum power supply and 

transmission line weight. 

Tests performed with this new configuration produced excellent 

resu l t s .  Rated power plus some re se rve  was available a t  the cathode. 

The t ransformer core  temperature  was measured in this new environ- 

ment and found to be around 75OC, which is  considered to be a very  mild 

thermal  stress 

2 .  Magnet Re s is  tan c e 

As originally specified, the magnet supply provides unregulated 

How- power to what was to be an essentially constant res is tance load. 

ever,  it was found that the resis tance of the magnet winding was equal 
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t o  the specified value when the engine was hot, but that it was  only half 

this value when the engine was cold. 

ra ted voltage to the magnet winding when the engine was cold resulted 

in a 100% increase over rated current .  

required to bring the winding up to tempera ture ,  the magnet supply was  

subject to a heavy overload f o r  a ra ther  long time. 

Therefore ,  the application of 

Since severa l  minutes were 

The following possible solutions to this  problem were considered: 

1 .  Redesign the magnet supply for  double the original 

capacity or for current regulation. 

2. Redesign the magnet winding for t ruly constant 

res is tance.  

3 .  Attempt long engine warmups with only the heaters  

operating in a n  attempt to  r a i se  the temperature  of 

the winding pr ior  to applying magnet power.  

4. Warmup the magnet with solar  panel simulator 

voltage turned low, increasing slowly as warm- 

up continues. 

5 .  Inser t  a ser ies  impedance which va r i e s  with t ime 

to  compensate for  the magnet res is tance variation. 

Because alternatives 1 and 2 involved time-consuming changes 

to  the completed hardware,  they were rejected a s  not being consistent 

with the tes t  objectives. 

ineffective. 

panel voltage manually does not provide a realist ic tes t ,  since the ent i re  

sys tem would be subject to this variation (not just  the magnet) .  

native No. 4 is a lso operationally cumbersome.  

Alternative No .  3 was tes ted but found to be 

Alternative No.  4 was rejected because varying the solar  

Alter-  

Alternative No.  5 was finally selected because it provided a 

solution which did not disturb the original hardware,  did not pose 

operational problems, and did provide an essentially constant load 

to  the power supply which was consistent with the original specifica- 

t ion.  In order  to  mechanize this alternative,  severa l  power the rmis to r s  
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were operated in paral le l  in o rde r  to achieve the low impedance and 

high cur ren t  level des i red .  They were a l so  mounted on a me ta l  plate 

and packaged in  a foam block in order  to give the assembly a thermal  

t ime constant approximately equal to that of the magnet winding. This 

assembly was mounted in the engine pa rame te r  me te r  console because 

it was necessary to  operate at  high voltage. 

Alternative N o .  5 proved to provide a satisfactory solution to  

the immediate problem. A future  design would, of course ,  take this 

situation into account. At such t ime,  alternatives 1 and 2 would be 

given serious consideration. 

3 .  Startup Sequence 

A s  mentioned ear l ie r ,  the s tar tup sequence did not operate a s  

originally specified; the t ransient  rating of the accel  supply was incon- 

sistent with the turn on sequence. 

The original sequence called for turning on the a r c  supply (a 

voltage regulated supply) after the magnet w a s  a l ready on. 

condition, the accel  supply received a large t ransient  cur ren t  which 

was far  greater  than its ra ted value.  

rating of 15 mA and a steady state rating of 10 mA (the actual steady 

state engine demand is  only about 2 . 5  mA) .  

sequence was attempted, the accel  supply would t r i p .  

determine j u s t  how much t ransient  capacity was required of the acce l  

supply, a laboratory high voltage supply with 50 mA capacity and a 

variable t r i p  level w a s  connected in place of the system accel  supply. 

It was found that even with a t r ip  level of 50 mA, this supply would t r ip  

each time startup was attempted. 

t ransient  capacity would have to be increased to a level so fa r  beyond 

its present  capacity that this solution would be impract ical .  

Under this 

The accel supply has  a t ransient  

Each  t ime the s tar tup 

In o rde r  to 

It then became apparent that the accel  
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It was apparent that the nature of the problem was somewhat 

sophisticated because both the transient behavior of the engine during 

s tar tup and the t ransient  behavior of the power supplies were intimately 

involved. 

solution, produced a result  which w a s  perhaps l e s s  than optimum. 

ever ,  a solution was found which provided sat isfactory engine-power supply 

performance while not sacrificing any of the tes t  objectives.  

This situation, together with the necessity of finding an expedient 

How- 

While alternative N o .  1 provided a smooth startup, it was objection- 

That is, in the event of an engine able f rom a t ime response standpoint. 

a r c  and system shutdown, the vaporizer would have to be held off for  

approximately 5 min before it could be turned on again; a f te r  it was turned 

on, another 5 min would be required to establish full beam curren t ,  

Alternative No.  2 also provided smooth s tar tup and did not suffer 

f r o m  the very  long t ime response of alternative No.  1 .  

temperature  cycling of the cathode each t ime an  engine a r c  occurred 

was  considered to be objectionable f r o m  the standpoint of cathode l ife.  

However, 
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Since it was c lear  that  the existing sequence was  placing an 

excessive demand on the accel  supply, it was decided to change the 

sequence so  that the transient demand would be reduced. One such 

sequence which was already established f rom past  experience included 

turning on the magnet las t .  

investigated : 

This,  and other sequences were 

1.  Start  vaporizer last 

2 .  Start  cathode heater last 

3 .  Star t  a r c  with slowly rising voltage instead 

of step function 

Reduce boost voltage on a r c  in attempt to 

minimize a r c  current surge at  turn on 

Increase accel  t r i p  t ime constant to  1 m s e c  

(maximum safe value) 

Turn magnet on last with step function 

4 .  

5 .  

6 .  
7 .  Turn magnet on last with r amp  function of 

current  . 



Alternative N o .  3 w a s  attempted p r imar i ly  because it could 

easily be mechanized electronically without major  changes in the 

existing hardware.  However, it w a s  found that this method did not 

work because the voltage rose  slowly until the a r c  ignited, and the 

same t ransients  would be generated.  

Alternative N o .  4 has essentially the same  defect a s  alternative 

No. 3 .  
Alternative N o .  5 was easily mechanized but did not ease  the 

problem. 

was being tripped, and since this supply had a re lay  t r ip  c i rcui t  with a 

long (compared to 1 msec) t ime constant, this alternative shows little 

promise .  

It probably can be concluded that since the laboratory supply 

Alternative N o .  6 provided moderately satisfactory operation. 

However, it appeared that simply turning on the magnet with a step func- 

tion generated some t ransients ,  so  that severa l  attempts usually were 

required before engine startup was accomplished. Fur thermore ,  this 

mode of operation could not be easily mechanized with the existing hard-  

ware because the magnet inverter  supplied the dr ive power to the a r c  

inver te r .  

the a r c  inverter  without a major  modification. 

it w a s  necessary to  place a switch in the output of the magnet rect i f ier .  

This alternative was finally abandoned because it was difficult to mechanize 

and provided only e r ra t ic  performance 

Therefore ,  the magnet inverter  could not be turned on after 

To mechanize this mode, 

Alternative N o .  7 was finally adopted a s  most  desirable  f rom the 

standpoint of ease  of mechanization and smooth operation. 

mechanized by placing a reac tor  in se r i e s  with the magnet winding so 

that the combination of magnet load plus reac tor  provided a 50 m s e c  t ime 

constant. 

(originally the a r c  w a s  delayed by 5 sec) and the slow ra te  of r i s e  of mag-  

net cur ren t  (50 msec  t ime constant) provided smooth s tar tup.  

an engine arc  occurred,  the magnet and a r c  inver te rs  were turned off 

and on simultaneously and a smooth r e s t a r t  always occurred .  

tor  was mounted in the engine parameter  m e t e r  console along with the 

thermis tor  assembly since it had to be at high voltage,  

This mode was 

The a r c  and magnet inver te rs  were then turned on simultaneously 

Each t ime 

The r eac -  
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Alternative No.  7 could have been readily accomplished elec-  

tronically ear ly  in the design by providing a cur ren t  controlled mag-  

net supply via a chopper regulator.  

rent  to  be increased smoothly with an electronic t ime constant. This 

mechanization would also provide a solution to the problem of warm- 

ing the cold magnet winding. However, converting the hardware at 

the integration testing stage would have caused unacceptable delays.  

This would allow the magnet cu r -  

The s tar tup sequence finally used could not be used with a pe r -  

manent magnet for obvious reasons.  Therefore,  this problem should 

be investigated fur ther  when time pe rmi t s .  At present ,  it is believed 

that an a r c  supply with di/dt limiting may  be the answer,  but this solu- 

tion must  be studied carefully.  Although the s tar tup method which was  

finally chosen was probably not the ultimate optimum, it was sufficient 

temporar i ly .  

allowed the goals of a 500 hour life tes t  to  be m e t .  

This sequence provided for full automatic operation and 

B. TRANSIENT AND THERMAL TESTS 

The transient and thermal tes ts  emphasized the two most  cri t ical  

pa rame te r s  in the power conditioning subsystem. A power supply for 

operating an ion engine must be capable of withstanding the t ransients  

generated by engine arcing.  

t ransients  must  be carefully examined to ensure reliable operation. 

The thermal  s t r e s ses  at which the power supply components must  

operate a r e  equally important i n  assessing sys tem reliability. 

the power supply must  operate i n  a vacuum and be cooled by radiation 

only, the thermal  character is t ics  of the supply provide an indirect  mea-  

su re  of efficiency. 

The s t r e s s  levels associated with these 

Because 

1.  Transient 

The major  portion of transient data was gathered while the supply 

w a s  operating into a dummy load and engine a r c s  were simulated with a 

var iable  a r c  gap in the various possible arcing paths .  

voltmeter with fast  response (< 1 psec) and a digital memory  was used 

A peak reading 
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to monitor transients at  various points i n  the sys tem while the a r c  was 

simulated. 

ing a large number of system locations and thereby provides a clear  

picture of the transient behavior on a broad spectrum. 

This method provides a means of quickly and easily monitor- 

In order to limit the di/dt available when an a r c  occurs ,  induc- 

t o r s  were installed in  se r i e s  with both beam and accel supplies. 

value of these inductors was determined experimentally using the peak 

reading meter .  In o rde r  to detect possibly damaging t ransients  before 

they occur, the arcing tes t s  a r e  conducted with an impedance in se r i e s  

with the arc  to limit the intensity. 

reduced t o  zero while the system is arced and monitored. 

may  then be chosen which allows the high voltage to be safely arced into 

a short  circuit .  

The 

This impedance is  then gradually 

An inductor 

The data corresponding to the final values of inductors used 

( 0 . 5  H on beam, 0 . 4  H on accel) a r e  presented in F i g s .  27, 28, and 29 .  
These a r e  plotted in t e r m s  of the ratio of peak to nominal values e 

fore ,  a transient which caused the total  voltage on the +6 V dc bias to  be 

9 V ,  would be recorded a s  1 - 5 .  Not all  of the monitored points a r e  shown, 

but the items selected a r e  considered to be key indicators of over-al l  t r an -  

s ient performance 

There-  

It can be seen f rom the figures that the 40 V line does l i t t le m o r e  

than r i s e  to i t s  open circuit  value (1 .5)  when an a r c  occurs .  

regulated is the output of the 6 V regulator; it can be seen that at some 

points this voltage r i s e s  as high a s  10 V .  However, the +6 V decoupled, 

which is the actual bus for the microcircui ts ,  seldom r i s e s  above 8 V .  

(Microcircuits have a transient rating of 12  V for  1 s e c . )  

e t e r s  behave in a manner which is  typical of a l l  parameters  examined. 

On the basis of these measurements ,  it was concluded that sufficient 

transient safety factors existed and the system was immune to engine 

a r c s .  

no failures took place.  

operating a r ea l  engine load have yielded the same basic resu l t s .  

it may  be concluded that a valid transient simulation was achieved. 

The +6 V 

These pa ram-  

The tes t  involved approximately 200 to  300 simulated a r c s ,  and 

Observations made with the same me te r  while 

Thus, 
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2.  Thermal 

A thermal tes t  was performed on the power supply pr ior  to  

the initial engine t e s t .  F o r  this tes t ,  the power supply was sus-  

pended in  the vacuum tank so that it could radiate to a LN2 cryo- 

wall. 

full  load. 

were recorded: 

The dummy load was used, and a 2 hour run was made under 

At the conclusion of this run, the following temperatures  

Location Temperature ,  OC 

Beam S/N 3 Plate  32 

Beam S/N 4 Plate 9 
Heater Inverter S /N  1 Feedback 190 

Resist o r  

Magnet Rectifier Plate  49 

Heater Inverter S /N 1 Trans is tor  12 

41 Arc Inverter Base Drive Resis tor  

Heater Inverter S /N Output 
Transformer 

23 

Arc Inverter Transis tor  12 

Magnet/Ac c e l  Inverter S/N 
1 Plate  

11 

Cathode Controller Plate 9 
Arc Rectifier Plate  25 

Cathode Heater Inverter S / N  
1 Transis tor  

From the above data, it may be seen that the feed system and 

neutralizer heater inverter  feedback res i s tor  was very  hot. 

a wire wound component and is  designed for high temperature  operation. 

However, it was believed that this temperature  was excessive and 

should be reduced. 

cient base dr ive to supply a much higher peak current  than was finally 

required, the resis tance value was doubled. 

tion to half i t s  previous value.  

This is 

Since the original res is tance value allowed suffi- 

This reduced the dissipa- 

Tes t s  a lso showed that the new value 
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(11 has<:  tlri\.c w a s  satisfactory for in\Terter operation. 

that this t t o  1 redltc,tion of dissipation would dec rease  the tempera ture  

t o  a Iiiorcl a ~ : ( . e ~ t a l : l e  \.aliie. 

It was assumed 

(This la ter  proved to be t r u e . )  

The cathode heater t ransis tor  tempera ture  was not given because 

the niodule was trirned off after 34 niin of operation. 

tt.i-tipe ratLi rt; hat1 reached 150  C and was st i l l  c-liriibing . 
was ttirncd o f f  because it was felt that failure was imminent.  At this 

tiine the backup cathode heater inverter  was automatically turned on 

and operated successfully for the remaining 90 riiin of tht, tcxst. The 

tcriiperature o f  the backiip modtile was not monitored, but it did not 

rc.ac.h failiirc ternpe ra ture .  I t  was concliided that a marginal thermal  

situation existed i n  the cathode heater  inverter  and that some method 

o f  decreasing the dissipation i n  this module was necessary .  

At this t ime the 
0 The module 

An examination of the cathode heater  inverter  circilit sho\n,c.d 

that the tiirnoff t ime (and hence the turnoff switching dissipation) could 

be improved by reducing the base dr ive .  Such a reduction was justified 

when the t r ans fo rmer  was moved t o  the engine because of the reduction 

of the ractive 

Reducing the base dr ive causes the turnoff t ime to decrease  because the 

base junction i s  l e s s  heavily saturated.  

reduced to an optimum value (approximately 8 0 %  of original)  which p ro -  

vided good turnoff t ime while st i l l  supplying ample dr ive to maintain 

t rans is tor  saturation. 

that a definite improvement in dissipation was real ized.  

caution, indium foil w a s  placed in the in te r face  between the module plates 

and the panel frame in o r d e r  to provide better thermal  condiiction here .  

It was believed that these improvements would be sufficient to solve the 

cathode heater  inverter  problem; la te r  t e s t s  revealed that the probleni 

still  existed,  requiring further work. 

vol t -amperes  which resulted in a reduction of peak cu r ren t .  

Therefore ,  the base dritre was 

Room ambient tempera ture  t e s t s  fur ther  verified 

As a final p r c -  

Except for  the res i s tor  and t rans is tor  discussed above, all  s y s -  

After the improvelnents descr ibed t e m  tempera tures  were acceptable. 

above were made, the system was ready for the shakedown t e s t .  

should be pointed out that full load on the dummy load i s  not precisely 

equal to  the engine load. 

enough for the thermal  t e s t .  

It 

However, the load was considered to b e  c lose 

The actual tes t  conditions of the dunimy 

load a r e  l isted below: ? 3  



Beam 

Accel 

Neutralizer 

P res su r i ze r  

Vaporize r 

Valve 

Magnet 

Arc 

Cathode 

E = 3.55 kV 
I = 210 mA 

E = 2 . 2  kV 

No Load (this was done to accommodate 
thermocouples on the a r c  and 
magnet rectifier s ) 

E = 5 .2  V 
I = 3 A  

E = 4 . 9  V 
I = 4 .2  A 

No Load 

E = 3.0  V 
I - 1 6 A  

E = 3 5 V  
I = 3 . 8  A 

E = 3.0  V 
I = 3 8 A  

C .  PRELIMINARY SYSTEM TEST 

The preliminary system tes t  was conducted so that any problems 

related to long t e r m  operation of the power supply-engine combination 

would be discovered before the 500 hour tes t .  The tes t  lasted for 

approximately 50 hours and adequately demonstrated the transient 

integrity and redundant switching circui t ry  in the power supply. The 

tes t  revealed, however, that thermal  deficiencies st i l l  existed in the 

system and had to be corrected pr ior  to the 500 hour t e s t .  

briefly described below. 

The tes t  is 

The tes t  was started (power supply in a vacuum) and 250 mA of 

beam current  was reached approximately 1 -1/2 hours after initial turn on. 

The first  hour was used for engine warmup and the beam reached full 

cur ren t  30 min after high voltage was applied. 

Approximately 1 hour after full beam current ,  the No. 2 beam 

module indicated excessive input current .  

and the module was switched off. 

Fai lure  appeared imminent, 

The No. 1 backup then switched on 
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automatically. 

w a s  drawing cur ren t  but not producing output voltage. 

(as w a s  la ter  verified) thatthe output rectifier for this module had 

shorted.  

Fur ther  tes t s  with the No. 2 module indicated that it 

This suggested 

Approximately 4 hours after full beam curren t ,  the No .  1 

backup module failed and the No. 2 backup turned on automatically. 

The fai lure  w a s  not observed ,when it occurred,  and the transit ion to  

the No. 2 backup was so  smooth that the fai lure  went undetected until 

it was noticed that this module was not operating. 

After 6 hours ,  a count revealed that 12 t r ips  and automatic 

restarts had occurred .  

this point did not fail at these t r ip  t imes .  

be of a thermal  na ture . )  

sients,  it w a s  concluded that the supply demonstrated integrity in this 

environment . 

The two beam modules which had failed up to  

(These fai lures  appeared to  

Because no fai lures  had been caused by t ran-  

After 24 hours ,  temperature  data were recorded.  This length 

of t ime was considered to  be ample for establishing thermal  equilibrium. 

The resu l t s  of this measurement a r e  given below: 
0 Temperature ,  C 

Beam S/N 3 Trans is tor  

Beam S/N 4 Plate  

Heater Inverter  S/N 1 Feedback 

Backup Cathode Heater Trans is tor  

Heater Inverter  S /N  1 Transis tor  

Arc  Inverter  Base Drive Resis tor  

Heater Inverter S /N 1 Transformer 

Arc  Inverter  Transis tor  

Magnet-Accel Inverter S/N 1 Plate  

Cathode Controller Plate 

Magnet-Accel Transformer 

Cathode He ate r Transis tor  

Cathode Heater Transformer  

Resis tor  

(Not On) 

(Engine Tank).  

80 

40 

90 

20 

40 

22 

20 

40 

25 

50 

6 0 - 9 0  

72 

95 



The above data indicated that the two the rma l  problems encountered 

during the initial tes t  apparently had been solved. 

res i s tor  was operating a t  a sat isfactory tempera ture ,  and the cathode 

heater  t ransis tor  had stabilized. 

on at this t ime, so  that no data a r e  given for it. 

( ra ther  than a fixed value) for the cathode heater  t rans is tor  resulted 

because this module was being modulated as  the I 
demanded. 

over a range of tempera tures .  

The heater  inverter  

The backup cathode hea ter  was not 

The tempera ture  range 

loop Beam - 'Cath 
Therefore,  the module operated over a range of outputs and 

The temperature  data indicated that the thermal  behavior of the 

system was satisfactory,  except for the beam t r ans i s to r .  The t rans is tor  

was operating at a much higher temperature  than was anticipated f r o m  

previous plate temperature  data .  

of around 40 C ac ross  the t rans is tor -p la te  interface; this is very high 

considering that the t rans is tor  diss ipates  only 2 to 3 W .  

the system operated satisfactorily for  the first 24 hours (except for  the 

two ear ly  failures of beam modules),  the tes t  was continued for  another 

24 hours  . 

This seemed to indicate a thermal  drop 
0 

However, since 

After 47 hours it became necessary  to increase  the cathode power 

i n  o rde r  to maintain 250 m A  of beam curren t .  

operated at 35 A up to this  point, and a step increase  to 37 .5  A was com- 

manded. Within minutes of this command, it was noticed that the cathode 

heater  module had failed and that the backup had switched on automatically. 

Once again, the t ransi t ion to the backup was so  smooth that the fai lure  was 

not noticed after the backup took over .  An immediate check of the t r ans i s -  

tor  temperature  showed that the tempera ture  at that t ime was 150 C indi- 

cating that the failure w a s  caused by a thermal  problem. The tempera ture  

of the backup cathode hea ter  was then watched closely; within 20 min,  it had 
reached 2OO0C. 

and the entire t e s t  W ~ S  terminated.  

The cathode had been 

0 

Since fai lure  was irnminent, the module was turned off 
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The tes t  indicated satisfactory electr ical  performance, but 

some thermal  design deficiency. 

be concluded that 

On the bas i s  of this  test ,  it could 

1 .  The power supply and engine were electr ical ly  
compatible 

The power supply w a s  capable of handling 
engine t ransients  

Redundant switching was accomplished with 
no interruption of engine operation 

The automatic control system performed satis-  
factorily in holding the engine at  250 mA of 
beam curren t  

Thermal  deficiencies still existed in the power 

2 .  

3 .  

4. 

5 .  
supply * 

Inspection of the system after removal f rom the vacuum chamber 

indicated that the beam module output rect i f iers  were overheating. 

rect i f iers  had been mounted using a mylar  insulator to provide maximum 

creepage distance f r o m  the high voltage connections to the plate,  a s  shown 

in F i g .  30. Some of these insulators exhibited curling on the corners ,  a s  

i f  they had been subjected to high thermal  s t r e s s .  

f ie r  on the No.  2 beam module was found to have failed. It was concluded 

that it would be necessary  t o  improve the thermal  interface between the 

rectifier and the plate.  

These 

In addition, the rect i -  

This improvement was made by attaching the rectifier to the plate 

with epoxy and eliminating the mylar insulator (see F i g .  3 0 ) .  

cedure provided intimate thermal contact and also maintained the large 

creepage distance because it was possible to construct a small dam of 

epoxy around the rect i f ier .  The nylon mounting screw which was p re -  

viously used to hold the rectifier to the plate was now eliminated since it 

w a s  not needed to provide the tight mechanical connection for  a good 

thermal  interface.  

thermal  charac te r i s t ics .  

that it would now be difficult t o  replace a rect i f ier  in the event of failure.  

However, sacrificing maintenance ease  for system performance seemed 

a reasonable tradeoff. 

This pro-  

It was felt that the new mounting would have excellent 

The major objection to  this improvement was 
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RECTIFIER MOUNTING MODIFICATION 

RECTIFIER 
TERMINALS 

BEFORE I 

n n 
1 

,ENCAPSULATED 
RECTIFIER BLOCK 

-NYLON BOLT 

MYLAR 

BASE PLATE 

EPOXY 

J 

AFTER 

F i g .  30.  Rectifier mounting modifications. 
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Inspection and examination of the cathode heater  module (after 

replacing the t rans is tor  which failed) revealed no reason for  failure.  

The thermal-behavior in room ambient was satisfactory.  

sidering all of the available data, it w a s  concluded that the failure 

w a s  caused by a poor thermal  interface between the t rans is tor  and the 

plate.  The t rans is tor  was mounted (as  shown in F i g .  31) using a mica  

washer to insulate the case  from the plate.  

poor thermal  interface was caused by the inability to bring the surface 

of the t rans is tor  case  and the plate into good mechanical contact. 

problem is aggravated in a vacuum, where no a i r  i s  p resent  to  f i l l  in 

the small defects which might exist in the mechanical contact. 

it is not possible to make the surfaces perfectly flat, only a smal l  pe r -  

centage of the available surface a r e a  is actually in contact; therefore ,  

high thermal  res is tance is found in a vacuum. 

After con- 

It was concluded that the 

This 

Because 

The problem a r e a  represented he re  w a s  recognized ear ly  in the 

program.  

ear l ie r ) ,  the t rans is tor  case plate thermal  drop was instrumented and 

found to  be only 5 O C .  

ing w a s  satisfactory.  

random since it is determined by the amount of imperfection existing in 

the flatness of the two sur faces .  

have revealed this i f  more  modules had been tes ted.  

During a thermal  vacuum tes t  on a single module (as discussed 

It was therefore concluded that the t rans is tor  mount- 

However, the quality of the interface i s  somewhat 

Statist ical  evidence would probably 

In o rde r  to solve this problem, indium foil was employed as a 

soft mater ia l  which could cold flow and f i l l  in the smal l  voids. It w a s  

not possible to use  a single piece between the t rans is tor  and the plate 

because the t rans is tor  case  must be electr ical ly  insulated f rom the 

plate.  

used between the t rans is tor  and the plate with a piece of indium foil 

between the t rans is tor  and the washer and between the washer and the 

plate.  

cal  insulation and good thermal  conduction. 

To solve this problem, a hard anodized aluminum washer was 

The resul t  (Fig.  31) was a mounting which provided both electr i -  
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ANODIZED 
ALUMINUM 

NUT 

BEFORE A F T E R  

F i g .  31. Trans is tor  mounting modification. 
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Although this thermal problem was measured  only on the cathode 

heater ,  these latest  considerations made a l l  of the power t rans is tor  

mountings suspect.  

t u re  for every t rans is tor .  

the importance of the system thermal  behavior, a l l  of the power t r an -  

s i s to r s  were removed and remounted as described above. Note that no 

attempt was made to use grease a s  an agent to  improve the thermal  con- 

tact  because of the uncertainty involved in long t e r m  vacuum exposure. 

The re  has recently been some mention of ve ry  low vapor p r e s s u r e  

g reases ,  but the data a r e  inconclusive. 

It was not possible to monitor the case  tempera-  

Because of the uncertainty and because of 

To verify the validity of this new improvement, another thermal  

vacuum tes t  was run on the dummy load. An attempt was made to modify 

the dummy load so that the power supply could be run at increased s t r e s s  

on the cathode heater and beam supplies. 

the resul ts  a r e  given below: 

The t e s t  lasted 4 hours and 

Temperature ,  OC 

Beam No. 7 Transis tor  32 

Beam No. 7 Plate near Trans is tor  16 

Beam No. 7 Plate near Rectifier 7 

Beam No. 6 Transis tor  35 

Beam No.  6 Plate  near Trans is tor  35 

Beam No. 6 Plate  near Rectifier 9 
Beam No.  5 Transis tor  32 

Beam No. 5 Plate near Trans is tor  20 

Beam No.  5 Plate  near Rectifier 13 

Backup Cathode Heater Trans is tor  15 

P r i m a r y  Cathode Heater Plate  30 

P r i m a r y  Cathode Heater Trans is tor  32 

Beam No.  4 Transis tor  33 

Beam No.  4 Plate near Trans is tor  12 

Beam No .  4 Plate near Rectifier 15 

Beam No. 2 Transis tor  42 

Beam No.  2 Plate near Trans is tor  25 

(not on) 
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By comparing these data with those given earlier, it can be 

seen that the improvement was rather  dramatic .  

ditions, the system temperatures  a r e  actually less than the values 

obtained in room ambient. Based on this tes t ,  it was concluded that 

the power supply performance was acceptable f o r  the 500 hour test. 

The tes t  conditions for the above data (using the dummy load) a r e  

listed below: 

Under the new con- 

Beam 

Accel 

Neut r a l i  ze r 

P r e s s u r i z e r  

Valve 

Magnet 

Arc  

Cathode 

Vaporize r 

102 

E = 3.5  kV 

I = 272 mA 

E = 2 . 3  kV 

I = 8 . 1  mA 

E = 2 V  

1 = 8 A  

E = 5 . 2  V 

1 = 3 A  

No Load 

E = 3 . 4  V 

I = 15.8  A 

E = 3 5 V  

I = 3 . 4  A 

E = 3 . 4  V 

1 = 4 9 A  

E = 4,6  V 

I = 4.2 A 



SECTION VI1 

SYSTEM LIFE TEST 

A. TEST SYNOPSIS 

The operating characterist ics of the engine system throughout 

the 500 hour tes t  a r e  summarized in  Table VII. 

power, all electrical  parameters  remained constant; however, a 

gradual increase in cathode power, cathode temperature,  and arcing 

r a t e  was observed (see Fig. 32). After  231 hours,  a cold leak de- 

veloped in the cryowall of the 3 ft tank which housed the power con- 

ditioning. This leak caused a pressure  surge to 10 Torr ,  which in  

turn initiated a high voltage a r c  to ground inside the tank. 

six power conditioning modules opened and the tes t  was terminated 

temporarily while the tank w a s  repaired and fuses  replaced. 

Except for the cathode 

- 3  

Fuses  in 

Both cathode performance and thruster  arcing were  attributed 

Oil incident on to an oi l  film on the inside of the tes t  chamber walls. 

the cathode leaves a carbon deposit, which changes both the electrical  

and thermal  emissivities. 

the mater ia l  sputtered from the collector f rom sticking to the chamber 

wall above the thruster ,  and small metall ic flakes were  observed to 

fall onto the electrostatic screen surrounding the thruster.  

leviate these problems, the tank was cleaned, a new cathode was in- 

stalled in the thruster ,  and a shield was placed above the thruster.  

The tes t  was res ta r ted  and continued with much improved cathode 

performance; the operating point is shown in Table VII. 
hours, an order  of magnitude increase in the arcing r a t e  (to -2O/hour) 

was observed. 

line and the tes t  continued for a short  t ime a t  reduced beam voltage. 

Oil on the vacuum chamber wall prevented 

To al- 

After 400 

A 0 . 2  u F  capacitor was inser ted in the high voltage 
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Accel 
Power, W 

Accel 
Current, 

rnA 

Discharge 
Curre-t 
(at 36 V), 

1.4 

2.2 

2.2 

1.4 

1.4 

1.6 

1.4 

8 

13 

13 

8 

8 

9 

8 

Accel 
Voltage, 

kV 

2.2 

2.2 

2.3 

2.5 

2.6 

2.6 

2.3 

2.5 

2.5 

2.5 

2.5 

2.5 

2.5 

2.5 

Beam 
Power, W 

900 

900 

896 

880 

880 

502 

882 

aNew cathode installed at 231 hours. 

bDuring period following high arcing, VB temporarily reduced for 30 hours 

TAE 

Engine System Ope 

A I 
Discharge 
Power, W 

79 

79 

a3 

90 

94 

94 

83 

Cathode 
Heater 

Power, V 

72 

86 

105 

55 

69 

77 

78 



;LE VI1 

rating Character is t ics  
I 

Magnet Feed 
, power ,  w System Power,  W 

51 26 

52 

51 

50 

50 

50 

50 

, 

Propellant 
Efficiency, 

70 

26 

26 

26 

26 

26 

26 

- 

73.5 

73 .4  

82 .4  

77.4 

81.0 

80.6 

Source Energy 
p e r  Ion 

Cathode 
Total,, 

Effective 
Impu 1 s e ,  

sec  

604 

644 

752 

577 

650 

680 

640 

1005 

1090 

1180 

1000 

1060 

1110 

1060 

4670 

4600 

4520 

4950 

4700 

3610 

4760 



1 
I 
I 
I 
I 

1000 
m u 

800 

I O 0  
5= 
a- s 
2 
w 50 

P 
0 

0 
200 

100 

€737-12 

T S J  PARAMETERS ( INCLUDING VARIATIONS DURING TEST) 

IB = 2 5 0  k 2rnA IA 1.3 i 0 . 3 r n A  ID 2 . 5  k 0.2A I H ~  = 325 20 mA(eq) 
Vg = 3.5 kV VA = 2.5 kV Vg = 36 V 

I I 1 1 1 

- 
w o  

CHAMBER REPLACE CATHODE 89 

0 I I I 1 
0 100 200  300 

TIME, hr 
400 500 

F i g .  3 2 .  System life test  pa rame te r s .  
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The stored energy in  the capacitor burned away the cause of the 

arcing so  that the beam voltage could be increased to i t s  original 

voltage in  about 1 5  hours and the tes t  could be continued a t  the origi- 

nal design point. Note that the cathode performance was much im- 

proved during the second phase of the tes t  and that a t  the end of the 

tes t  the arcing level had been reduced below that measured  a t  the 

s ta r t  of the test. 

B. TEST SETUP 

The physical t es t  layout i s  shownin Fig. 33. The thruster  

and feed system (Fig. 34)  were  operated in a 9 f t  by 20 f t  high vacuum 

chamber lined over about 60% of the inter ior  with a liquid nitrogen 

cooled surface. The p res su re  during the tes t  was I. 5 x 10 Tor r  

with the beam on and 8 x l o w 8  Tor r  with the beam off. The original 

baffle design in this tank permitted small amounts of oil  to c reep  in- 

to the chamber when it was cycled to atmosphere to install  o r  remove 

components. The effect of oil contamination on the cathode was em- 

pirically evaluated with a 50 hour pretest  and was estimated to be of 

negligible importance for the 500 hour l ife test. However, because 

of the continuous increase  in required cathode power (e. g. , s e e  

Fig. 33) ,  the chamber was cleaned midway through the tes t  when the 

tes t  was briefly halted for  other reasons,  as discussed below. 

baffle system has now been completely revamped so that future tes t s  

will be run in  the cleanest  possible environment. 

-7 

The 

The power conditioning panel was housed in a separa te  

3 f t  by 5 f t  vacuum chamber (shown in Fig. 35)  equipped with a flat 

cryopanel which hangs approximately 2 in. away from the power con- 

ditioning panel. 

simulate the thermal  environment of space. 

The blackened surface of this cryopanel s e rves  to 

The power conditioning 
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Fig .  3 4 .  Thrus te r  and feed system. 
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F i g .  35.  Power conditioning sys tem vacuum chamber .  
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and thruster were separated to reduce the effect of sputtered mater ia l  

on the power conditioning and to aid in the integration phase where 

minor changes required in the power conditioning could be performed 

in air with the thruster  operating. 

wall of the power conditioning tank developed a "cold leak" a t  the 

LN2 inlet after 231 hours of test .  This leak caused a p res su re  surge 

and subsequent high voltage arcing, which resulted in six blown fuses  

in  the power conditioning modules. Both the power supplies and tank 

were  readily repaired and the tes t  res tar ted.  

As discussed elsewhere, the cryo- 

The electrical  test  setup is shown schematically in  Fig. 3 6 .  

It is designed to duplicate one unit of a flight system in all respects.  

Startup is automatic; af ter  operation begins, adjustment of the con- 

trol  se t  points for the vaporizer, accelerator ,  and cathode power can 

be made only in a digital manner by "ground command" based on the 

information contained in the telemetry output signals. 

were used here  to provide an accurate  m e a s u r e  of thruster  and power 

supply performance independent of any calibration e r r o r s  which might 

exist in the telemetry output signals. 

The me te r s  

C. TEST 

At the beginning of the tes t ,  it was agreed with the JPL 

program manager that the best  purposes of the tes t  would be served 

by keeping the beam current  as close to 250 mA a s  possible during 

the entire test. 

and propellant flow ra t e  is  designed to keep the accelerator  cur ren t  

constant, rather than the beam current;  therefore, it will not perform 

the desired task. 

power has  a 250 mA se t  point, and was therefore  used as follows. 

The accelerator cur ren t  and cathode cur ren t  were  set  a t  1 . 6  mA and 

The control loop which links the accelerator  current  

The loop which links the beam current  and cathode 
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35 A, respectively. 

above those required for  operation of 250 mA and therefore hold the 

cathode and vaporizer supplies full on ( see  Figs.  20 and 22). 

vaporizer set  point was now se t  a t  4.07 A, a value known to provide 

a flow rate  of approximately 310 mA equivalent of neutral  mercu ry  

vapor. As the vaporizer attained equilibrium temperature,  the beam 

current  rose to 250 mA, at which point the control loop reduced the 

cathode power to maintain the discharge current  a t  the required level 

to produce 250 mA of ion beam current. 

this manner; the only changes were periodic adjustments i n  the 

cathode se t  point to a s s u r e  that the cathode operating point would r e -  

main on the sloping rather  than horizontal par t  of the control charac- 

ter is t ic  (see Fig. 20). Assuming that the future requirement will be 

for precise beam control, i t  will be desirable to modify the control 

philosophy in future systems. 

Both of these se t  points correspond to values 

The 

The tes t  was completed in  

,e v 
Except for two incidents, the tes t  r a n  smoothly for  the 500 

hour period in this control mode a t  the nominal design point. 

power conditioning performed without failure 

mately 1500 a r c s  during the tes t  period. 

temperature observed during the tes t  was 5OoC ( t ransis tor  i n  a high 

voltage mode), which is 20°C below the design value (however, the 

power required was l e s s  than originally anticipated). 

ra te  was observed af ter  390 hours. 

r a t e  was very voltage sensitive and that the a r c s  were relatively 

small i n  magnitude ti. e.,  not large enough to t r i p  a laboratory supply 

with nominal t r ip  levels s imilar  to those of the flight supplies). 

The 
$: $: 

and sustained approxi- 

The maximum component 

A high arcing 

It was established that the arcing 

The 

* 
See Test Synopsis 

Except during the vacuum fai lure  which could not occur during a 

space mission. 

during a n  excessive overload. 

>: * 
Here  only the input fuses  opened, as they should 
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high voltage was reduced to 2000 V by shutting off some modules a t  

the input meter  panel and placing a 0.2 pf capacitor ac ross  the output 

of the beam high voltage supply, 

during arcing gradually burned away the a r c  path, so  that the high 

voltage could be gradually returned to its 3 . 5  kV level over a 15 hour 

period and the arcing ra te  subsided to its original level. 

The increased energy available 

When the tes t  was completed, the thrus te r  was carefully dis- 

assembled to determine the location of the arcing. 

by visual inspection ( see  Fig. 37) that there  had been considerable 

sur face  breakdown on the inside of the glass wall of the isolator. 

Tracks were observed which shorted out all but one section of the 

isolator. Pits in the glass  were  visible where the high voltage a r c s  

had burned themselves clear,  and the high energies involved had 

locally heated the glas so The structure had not failed mechanically, 

however, and could not have leaked propellant. 

It was established 

Visual inspection af ter  disassembly indicated a surface break- 

down on the inner surface of the isolator, possibly caused by a sur -  

face contaminant. 

operated pr ior  to this time. 

trasonically cleaned in alcohol, and washed in deionized water pr ior  

to assembly; the me ta l  parts had been hydrogen fired. No evidence 

of oil o r  contaminant was present during the final glass-to-metal 

sealing operation. The mercury  used was triple distilled and no 

anomalous operation of the vaporizer was observed, a s  would be ex- 

pected if  the mercury  ca r r i ed  a contaminant. 

jacket (using a heater  installed during the integration period) it was 

established that the breakdown rate was not temperature  sensitive, 

a s  would be expected i f  i t  were  a resu l t  of simple mercu ry  condensation. 

Therefore, it is not possible to establish by post examination the ex- 

a c t  surface condition responsible for  this breakdown. 

of such contamination a r e  impurities in the mercury ,  outgassing of 

the feedline upstream of the isolator, o r  contamination introduced 

during the final assembly phase when the last glass-to-metal  s ea l  was 

made. 

No such failure had been observed on any isolator 

The glass  par ts  had been degreased, ul- 

By heating the isolator 

Possible causes 
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F i g .  37.  Isolator a f t e r  500 hour t e s t .  



During the integration and tes t  phase of this program an all 

ceramic  and metal  isolator (shown in Fig. 38) was fabricated for  

another program. The design cr i ter ia  a r e  the same;  however, the 

glass  has  been replaced by alumina, and the glass-to-metal seals  

have been replaced by brazed joints. 

m o r e  rugged, comes tothermal  equilibrium faster ,  and can be vacuum 

f i red  just  prior to installation t o  a s s u r e  that all surfaces  are clean. 

This isolator is currently par t  of a n  oxide cathode life tes t  system 

working a t  an  operating point which i s  similar to that of the 500 hour 

test .  

of high voltage arcing has  occurred, 

The complete s t ructure  is much 

This tes t  was run for  more  than 1000 hours, and no evidence 

Because of the many advantages of the ceramic design and i t s  

excellent performance during the cathode life tes t  i t  may be used with 

confidence as a model for  future designs. 

The remainder of the feed system performed a s  specified in 

The piston position was monitored Section V-B during the life test ,  

with a machinist 's depth gauge calibrated in 0.001 in. increments. 

The dial was visible through a window in the vacuum tank. 

piston motion-as a function of time indicated that the performance was 

smooth, continuous, and repeatable during the entire tes t  period. 

A plot of 

The Hughes cathode a l s o  performed as specified during.the 

tes t  period ( see  Fig. 32). 

a gradual increase  to a relatively high plateau during the first 231 

hour period. This increase was attributed to contamination by the 

vacuum system. 

of the tes t  period (after the tank was cleaned) showed a much reduced 

temperature  r i s e  and reached a very flat  plateau in  l e s s  than 100 hours. 

Severe arcing at the 400 hour point resulted in a new plateau which 

was 10°C higher. 

efficiency of 80%) rose  from 200 to 300 during the first 100 hours of 

cathode usage and then remained approximately constant during the 

remainder of the test. 

In both temperature and power there  was 

The second cathode used during the final 270 hours 

The eV/ion expended in the cathode (at a propellant 
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Fig .  3 8 .  Ceramic-meta l  isolator for  m e r c u r y  vapor feed sys tem 
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Weight measurements  of the cathode taken before and after the 

run showed that 93 *670 of the emissive mater ia l  remained af ter  the 

test .  

exists because the corrections to the actual measurements  resulting 

from loss  of binder mater ia l  and C02 during activation (25 to 30%), 
which a r e  in par t  compensated by mois ture  absorbed from the at-  

mosphere during the weighing process (“20’-70), a r e  many times la rger  

than the mater ia l  loss resulting from sputtering. These measure-  * 
ments,  plus visual inspection of the cathode af ter  the test  

indicate that the cathode life is much longer than the tes t  duration but 

do not provide a quantitative lifetime prediction. 

The relatively la rge  e r r o r  associated with the measurement  

(Fig. 39)  

D. OPERATION OF POWER CONDITIONING AND CONTROLS 

The performance of the power supply subsystem was excellent 

during the entire life test. 

transient behavior, the subsystem performance demonstrated that 

all of the problem a r e a s  previously encountered had been satisfactorily 

dealt with and that all subsystem interfaces ( thermal  and electrical  

environment) were  well under control. 

fa i lures  during the tes t  and no standby modules were  actually needed. 

The highlights of the tes t  a s  they concern the power supply a r e  de- 

scr ibed below. 

1. Thermal  Characteris tics 

In the two key a r e a s  of thermal  and 

There were  no component 

The thermal  characterist ics of the power supply were essentially 

as predicted by the final dummy load test. After the initial difficulties 

centered around the thermal  performance, the life tes t  r an  smoothly. 

.I. -I- 

See Fig. 4 for  photograph of unused cathode 
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F i g .  3 9 .  Cathode after t e s t .  



The temperatures stabilized a f t e r  about 8 hours  and remained 

virtually constant throughout the test .  

recorded at  the 515 hour point; except for variations of 1 to Z0C, 

they a r e  the temperatures which were  maintained throughout the test. 

The values given below were  

0 Temperature,  C 

Beam No. 7 Transis tor  30  

Beam No. 7 Plate near  Transistor 39 
Beam No. 7 Plate near  Rectifier 28  
Beam No. 6 Transis tor  3 6  

Beam No. 6 Plate near  Transis tor  3 8  

Beam No. 6 Plate near  Rectifier 33  

Beam No. 5 Transis tor  31 

Beam No. 5 Plate near  Transistor 47 
Beam No. 5 Plate near  Rectifier 38  

5 

P r i m a r y  Cathode Heater Plate 28  

Backup Cathode Heater Transis tor  (Not On) 

P r i m a r y  Cathode Heater Transis tor  21 

Beam No. 4 Transis tor  32 

Beam No. 4 Plate near  Transistor 41 

Beam No. 4 Plate near  Rectifier 37 

Beam No. 2 Transis tor  3 9  
Beam No. 2 Plate near  Transis tor  47 
Cathode Heater Transformer (in Engine Tank) 75 

It can be seen f rom the above data that the thermal  charac-  

te r i s t ics  of the power supply were excellent. As was pointed out 

ear l ie r ,  the power conditioning was not operating at its power o r  

thermal  limit; therefore, i t  was decided to make a higher power 

tes t  at the conclusion of the 500 hour l ife test .  The high power test  

was conducted with no changes made to accommodate the increased 

power level. Therefore, i t  was expected that inver te r  performance 
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would not be optimum because base drive and base storage had been 

selected to maximize performance a t  the original operating point. 

Furthermore,  indium foil had not been used for the module plate- 

f r ame  interface (except for  the cathode heater)  because i t  was not 

required for the original operating point. F o r  this reason, radiating 

a r e a  sharing (with nonoperating standby modules) was not expected 

to have maximum effectiveness. Therefore, the thermal  resul ts  of 

this tes t  were somewhat conservative. Some redesign would be in- 

corporated i f  operation at higher power were indicated. In spite of 

nonoptimum performance, however, the resul ts  showed that signifi- 

cantly higher power capability was available.with no increase  in 

weight. 

The parameters  of this increased power tes t  a r e  given in  

= 3600 V and IBeam = 340 mA 
Beam Table VIII. 

corresponds to operation at approximately 1.3 t imes the original 

power level. Operation at this level was somewhat cri t ical ,  since 

the beam t r ip  level was originally set at 350 mA. However, about 

1 hour of operating time at this level was obtained, and this t ime 

interval  was sufficient to establish thermal  behavior, The temperature  

data for  this run a r e  a lso given in  Table VIII. 

The key values of E 

I t  w a s  not possible to operate at a higher level than 340 mA 

beam current  because of t r ip  level limitations. 

level required a hardware change which was beyond the scope of the 

test. F rom the above data, it may be seen that operation a t  higher 

outputs would have been possible, 

approached, however, as m a y  be seen f rom i tems 8, 16, and 17. 

F o r  high reliability operation, 100 C plate temperatures  a r e  con- 

s idered to be maximum. At the cDnclusion of the high power test ,  

the system was returned to the original operating point to verify 

that there  had been no degradation of power supply performance. 

System temperatures re turned to the values shown for the life tes t ,  

and the supply was operated in  this mode for  approximately 2 hours  

p r io r  to f i n a l  tes t  termination. 

Changing the t r i p  

The thermal  limit was being 

0 
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330 

3 . 6 2  

1 . 9  
2.7 

1195 

13 

126 

90 

60  

26 

22 

1532 

TABLE VIII 

Performance at Increased Power 

340 

3.60 

1.7 

2 . 7  

1250 

12 

133 

91 

60 

26 

22 

1594 

T h r u s t e r  

68 
71 

4 8  

71 

6 7  

53 

71 

80  

59 

1 9  

40  

37 

68 
71 

59 

81 

80  

B e a m  C u r r e n t ,  m A  

B e a m  Voltage,  kV 

A c c e l  C u r r e n t ,  m A  

A c c e l  Voltage,  kV 

B e a m  P o w e r ,  W 

A c c e l  P o w e r ,  W 

D i s c h a r g e  P o w e r  (at 36 V), W 
Cathode H e a t e r  P o w e r ,  W 

Magnet  P o w e r ,  W 

Feed S y s t e m  P o w e r ,  W 

N e u t r a l i z e r  P o w e r ,  W 

Total P o w e r  to T h r u s t e r  

71 

75 

50 

75 

70 

57 

75 

82 

62 

22 

41 

40 

71 

73 

61 

88 

83  

250 

3 .90  

1 . 5  

2 .7  

97 5 

1 0  

79 

8 0  

60  
26 

22 

1252 

288 

3 . 7 4  

1 . 3  

2 . 7  

1078 

8 

101 

85  

60  

26 

22 

1380 

P o w e r  Conditioning T e m p e r a t u r e ,  OC 

Beam No. 7 T r a n s i s t o r  

Beam No. 7 Plate n e a r  T r a n s i s t o r  

Beam No. 7 Plate near Rect i f ie r  

Beam No. 6 T r a n s i s t o r  

B e a m  No. 6 Plate n e a r  T r a n s i s t o r  

B e a m  No. 6 Plate n e a r  Rect i f ie r  

B e a m  No. 5 T r a n s i s t o r  

B e a m  No. 5 Plate n e a r  T r a n s i s t o r  

Beam No. 5 Plate n e a r  Rect i f ie r  

Backup Cathode H e a t e r  T r a n s i s t o r  

P r i m a r y  Cathode Heater P l a t e  

P r i m a r y  Cathode H e a t e r  T r a n s i s t o r  

B e a m  No. 4 Transistor 

B e a m  No. 4 Plate n e a r  T r a n s i s t o r  

Beam No. 4 Plate n e a r  Rect i f ie r  

B e a m  No. 2 T r a n s i s t o r  

B e a m  No. 2 Plate n e a r  T r a n s i s t o r  

(Not On) 

41 50 T 43 50 

38 

36 
51 

41 

11 

31 

28 

37 

47 

42 

42 

52 

43  

44  

60  

49 

13 

37 

33 

45 

59 

49  

51 

59 

300 

3 . 6 8  

1 . 3  

2.7 

1105 

8 

108 

87 

60 

26 

22 

141 6 

50 

60 

42 

59 

59 

49  
57 

68 
53 

17 

40 

36 

33 

62 

52 

63 

6 8  
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It may be concluded f rom both the life test thermal  data and 

the increased power tes t  thermal data that the power supply was not 

overstressed, and therefore provided a high degree of confidence in 

its basic reliability. Furthermore,  the low operating temperatures  

a r e  a direct measu re  of internal dissipation; therefore,  the thermal  

data serve to demonstrate the high efficiency of the supply. 

2. Transients 

During the life test ,  the power supply was subjected to  over 

1500 engine arcs. There were  no component fa i lures  as a resul t  of 

these a rcs ,  Furthermore,  the supply continually demonstrated the 

ability to turn off the required voltages and to automatically r e s t a r t  

the engine af ter  each arc .  After 231 hours, there was a leakage 

failure in the vacuum chamber which contained the power supply. 

This failure subjected the supply to a par t ia l  p re s su re  while i t  was 

s t i l l  operating at high voltage. 

expected to be catastrophic since breakdown paths would exist to al- 

mos t  every point, However, the supply again demonstrated its in- 

herent  transient integrity and no component fa i lures  took place. 

Following this difficulty, close inspection revealed that the only con- 

sequence w a s  that six fuses had to be replaced. 

Ordinarily this situation would be 

The power conditioning system has clearly demonstrated its 

transient integrity during both integration and life testing. 

performance in this difficult design a r e a  is essential  to successful 

ion engine operation. 

Excellent 

3. Effici encv 

Estimates based on theoretical calculations and laboratory 

measurements of module performance have resulted in  a 90% figure 

for total  system efficiency. 

system described ear l ie r  has given a high degree of confidence in 

this estimate. 

The excellent thermal  behavior of the 

During the test ,  an  attempt was made to compute 
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efficiency from measured  input and output parameters .  

calculation was based on data taken a t  the 235 hour point, and the 

computation is made simply by multiplying all voltages and currents  

and adding the resul t  to obtain the total power input and output, 

on the data mentioned above, the following is found: 

The efficiency 

Based 

Power Out = 1122 W 

Power In = 1340 W 

The Power In value contains power lost  in  intercabling and 

tes t  monitoring, and this loss  must be subtracted before the power 

conditioning system efficiency is computed. This loss is substan- 

t ially higher than would be expected in vehicle wiring because of the 

necessity for extensive monitoring (and therefore excessive cable 

length, me te r  drops, etc. ). All l ine drops were measured, and the 

drops were converted to a power loss by multiplying by the various 

currents.  

in  this efficiency calculation. 

power supply is given by 

This number was found to be 83 W a t  the power level used 

Therefore, the net Power In to the 

Power In (Net) = 1340 - 83 = 1257 W, 

and efficiency is given by 

1122 
r) 89.870 

This resul t  agrees  quite closely with the predicted value. 

However, there  is a t  least  a i270 uncertainty in  the measured  value 

because i t  i s  obtained by subtracting two large numbers. 

any e r r o r  in  measuring either of the la rge  numbers can have a sig- 

nificant effect on the calculation. Nevertheless, the close agreement 

with the prediction coupled with the thermal  behavior provides a high 

degree of confidence in the 9070 value. 

‘Therefore, 

125 



SECTION VI11 

CONCLUSIONS AND RECOMMENDATION 

4,-  :< A. CON C LU SIONS '' n 

The successful design, fabrication, and life tes t  of an ion 

engine system built to the specifications assumed in the study phase 

of the JPL program demonstrates that these systems can be con- 

s idered a s  current  s ta te  of the ar t .  

s t ra ted  that the power conditioning design is conservative from a 

weight standpoint. 

reliability or  efficiency at a specific weight of l e s s  than 13 lb/kW, 

depending on the thruster  power level (as low a s  7 lb/kW at  the 3 kW 
level). 

weight and electrical  requirements, severa l  other specific obser-  

vations a r e  worthy of note. 

In particular,  it has  been demon- 

Future  systems can be built with no sacrifice in  

In addition to the demonstration of the required system 

1. Thruster  

e The ion optical system showed minimal erosion, in- 

dicating an  estimated lifetime of roughly one year.  

The HRL flower cathode functioned well throughout 

the test .  After approximately 150 hours, during which 

t ime the thermal emissivity was modified by the tes t  

environment, the power consumption and temperature  

remained constant. 

The specified control loop which linked accelerator  

current  and propellant flow was undesirable (see 

R ec omm e nda t i  on s ) . 

e 

e 
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2. Feed Svstem 

3.  

a The concept of an electrically isolated feed system 

was demonstrated. 

veloped in  the isolator after 400 hours  of operation 

and improvement in  the design of this component i s  

r equi r ed (s ee Recommendations ) . 

A severe  arcing condition de- 

a The entire feed system performed a s  specified. Flow 

control with the simple screen  type of vaporizer was 

a de quat e 

Power Conditioning 

e The power conditioning system delivered the 1200 W 

of power required by the thruster  and feed sys tem at  

operating temperatures  well below allowable (4OoC 

versus 70  C design goal). 

No difficulty was experienced with high voltage break-  

down due to outgas sing. 

e No damage due to engine a r c s  was observed. 

e During 50 hour preliminary system test .  redundant 

0 

e 

circui t ry  replaced faulted modules with no interruption 

in  engine operation. 

Closed loop engine operation holding beam current  

constant was stable and overrides functioned a s  

planned. 

Over-all power efficiency of 90% was obtained a s  

estimated. 

System weight of 25 lb for original 1500 W output 

specification yielded 16- 1 / 2  lb/kW, only slightly over 

15 lb/kW target ,  

feed system designed for  grounded operation 

is now proved feasible.  In addition, a total  power con- 

ditioning capability of 1. 8 kW was demonstrated in  

e 

e 

e 

Target would be easily m e t  with 

which 
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shor t  term high power tests providing 14 lb/kW. No 

failures were experienced in the 500 hour life test  of 

the system after the thermal  problems experienced 

in  the 50 hour shakedown were  corrected; this ver i -  

fied system reliability estimates.  

tailed reliability analysis of the existing system (to 

be reported under separate  cover) yielded a value of 

0. 85 reliability for 10, 000 hours. It was shown that 

this could be increased to 0. 97 with slight modifications 

in system design and no weight penalty. 

A subsequent de- 

B. RE COMMENDATIONS 

This program has revealed there  a re  severa l  a r e a s  in which 

changes in mechanical design o r  design philosophy would benefit the 

over-al l  system. In some cases changes a r e  desirable because it 

was shown that the initial design was conservative; in some a reas ,  

the s ta te  of the a r t  has  progressed,since the system design freeze,  

and the newer innovations should be considered in  future designs. 

Possibly the most  ser ious deficiency in the total  system is the lack 

of a proven neutralizer which is  compatible with this type of thruster.  

The above and other specific points a r e  l isted below. 

1. Thruster 

0 Other control systems should be investigated. A 
loop which links beam curren t  directly to the propellant 

feed r a t e  would be particularly desirable to optimize 

propellant efficiency. 

The suitable neutralizer and the associated control 

circuitry should be designed and tested. 

0 
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a The feasibility of using permanent magnet th rus te rs  

on spacecraft  should be assessed .  Permanent  mag-  

nets would reduce the power consumption h e r e  by 

50 W (-200 eV/ion), but would require  the develop- 

ment of a slightly different s tar tup sequence. 

0 Once the s izes  of the individual th rus te rs  and feed 

systems a r e  determined, considerable weight and 

s t ructural  improvements may be made in both the 

thruster  and feed system components. 

Long t e r m  life tes ts  on cathodes of the type to be 

used in the final system and under typical operating 

conditions a r e  desirable to determine life, failure 

modes, and the range over which control circuits 

must  be expected to function. 

a 

Feed System 

a The present isolator design should be replaced by a 

meta l  ceramic model (possibly of a single gap design). 

This can be vacuum f i red for cleaning pr ior  to in- 

stallation, and will have better thermal  character is t ics  

than the glass design. 

A commercial  valve m a y  be substituted for  the one 

used here .  

design to reduce power consumption to ze ro  during 

the running period. 

A feed system recently has  been designed and fabri- 

cated in which the pressur izer  was replaced by a con- 

stant force spring. At l i t t le or no increase  in weight 

this design eliminates the pressur izer ,  power supply 

and associated temperature  controller and a l so  elimi- 

nates potential failures caused by ruptured o r  leaky 

elastomeric bellows in  the pressur izer .  The scal-  

ability and mechanical properties of large constant 

force springs should be investigated. 

0 

It would be desirable to use a latchlng 

a 



C. SUMMARY 

These conclusions and recommendations summarize the most  

important discoveries of this portion of the program. The program 

was successful in  meeting the initial goals s e t  forth in  the R F Q  and 

a l so  in incorporating many novel features a s  i t  became desirable to 

do so during the contract period. 

of the system gained from the detailed design and test  programs also 

uncovered severa l  system simplifications and defined a reas  which 

require  further investigation. The work performed he re  formed a 

firm basis for the design of particular propulsion systems for actual 

space missions.  

The m o r e  complete understanding 
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APPENDIX 

OPTIMIZED 1200 W SYSTEM 

Figure  40 shows a n  assembly of modules optimized for  the 

1200 W demand of the 15 cm engine. 

2 5  in. by 3 in. deep and would weigh 15. 5 lb  o r  12. 9 lb/kW total, 

including frame,  redundancy, and control. 

This a r r a y  would be 21 in. by 

It should be noted here  that original NASA estimates of the 

power demand of the 15 cm engine indicated a total  of 1600 W. 

requirement, plus the need to demonstrate techniques applicable to  

l a rge r  engines (i. e . ,  6 kW), resul ted in a demonstration sys tem on 

this contract ,  capable of 2 kW output, with only 1200 W demand. 

Hence, the optimized system i l lustrated resu l t s  in substantial  r e -  

duction in s i z e  and pounds per kilowatt demand for  the demonstration 

s ys  tern. 

This 

In addition to  improvements resulting f rom optimization for  

the actual  load demand, the optimized system would incorporate 

weight reductions made  possible by a grounded feed system, use  of 

improved t rans is tors  (higher frequency), and higher so l a r  cel l  

voltage (60 to  90 V, o r  original 40 to  60 V). 

wide variation in  weightlpower ra t io  for the various supplies required,  

result ing f rom varying requirements of control, rectification, fil- 

tering, and percent redundancy. 

Table IX indicates the 

It is par t icular ly  interesting to note f r o m  Table IX that while the 

beam supply required 7 3  % of the total power, it accounted for only 

38.6 % of the weight; the a r c  supply required only 7 . 5  % of the power 

and accounted for  13 .5  % of weight. 

The estimated efficiency of the total  sys tem is  91%; based on 

the measured  efficiency of the prototype system, this es t imate  

should be  reasonably accurate .  This number is  extremely important 
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Fig. 40. Assembly of modules for  1200 W demand of 15 cm engine. 

1 3 4  

1 
-I 

I 
I 
U 
(I 

I 
I 
I 
I 
I 
1 
I 
I 
I 
I 
I 
I 
I 


